JIS Bx4b25 87 WM 4933L08 0D0OL4033 T m —

UDC 621.881.4

JAPANESE INDUSTRIAL STANDARD

Cutting Nippers
@ JIS B 4625

Translated and Published
by
Japanese Standards Association

Documents
Printed in Japan R

5 IEagT document detars: JIS B 4625 0



http://www.avadocuments.com/doc/jis-b-4625-0
http://www.avadocuments.com/doc/jis-b-4625-0

iJIS Bx4b25 &7 MM 4933608 0014034 1 WA

In the event of any doubt arising,

the original Standard in Japanese is to be final authority.
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Cutting Nippers B 4625-1987

1. Scope

This Japanese Industrial Standard specifies general cutting nippers to
be used for cutting copper wire, mainly in wiring, assembly and repair work
of electronic equipment and other devices, hereinafter referred to as the

. "nippers".

Remark: The units and numerical values given in { } in this Standard
are based on the traditional units and are currently the
criteria in force.

2. Classification

The nippers shall be classified into two types: Single joint type and
' box joint type.

3. Grades

The nippers shall be classified into heavy duty grade and ordinary grade
according to their quality.

4., Shapes and Dimensions

Shapes of the nippers shall, as a rule, be as shown in Fig. 1, and
the dimensions shall be as given in Table 1.

. Applicable Standards and Reference Standard: See page 7,
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