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R JAPANESE INDUSTRIAL STANDARD J1IS
. ' Method of Measurement and B 4900-1986

Description of Hand-transmitted
Vibration Level

1. Scope .

This Japanese Industrial Standard specifies the measurement of tool vibra-
tion level of hand power tool with using a vibration level meter for hand tools
specified in JIS C 1511 or that equivalent or superior to this in performance.

Remark: As for chain saw, the measurement of vibration acceleration is

specified in "standard of chain saw" based on the specification
in 42-nd article of the Industrial Safety and Health Law.

2. Definitions

‘ For the purpose of this standard, the following definitions apply.

(1) tool vibration level ( Lw.) The tool vibration level shall be calculated
by the following formula:

2
Luy=10logiy ~=5
Where a is effective value of vibration acceleration weighted with

frequency characteristic specified in JIS C 1511 (m/s?), and 4, is
reference vibration acceleration 10" °m/s2. Unit is decibel (dB).

Remark: Hitherto, for the indication of tool vibration level,
symbol VL. is used, but herein L, is adopted for
symbol of tool vibration level.

Further, in JIS C 1511 the tool vibration level is
defined as 20 logloaii' and this definition is same as
the above definition.

. Applicable Standard:
JIS C 1511-Vibration Level Meters for Hand Tools
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