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'JIS Bx5009 81 MM 4933L08 DOL4399 & WM

UDC 621.97.07:621.961.2
JAPANESE INDUSTRIAL STANDARD JIS

Punches for Press Dies B 5009-1981
(Reaffirmed: 1987)

1. Scope

This Japanese Industrial Standard specifies the punches for press dies, here-
inafter, referred to as the "punches".

2. Classification

The punches shall be classified into three classes of type A, type B and
type C according to the shape.

3. Shape and Dimensions

The shape and dimensions of punches shall be as specified in Tables 1 to
30

Table 1. Type A
Unit: mm

Cutting edge
R0S ma:g/_.l Stud part part
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Unit: mm

P D H L T B
Nominal - -

size Basic | Toler- | Basic Eoéer'-
size - | ance | gize (, 16)

Basic | Toler- | Basic | Toler-| Basic | Toler- | Basic
size ance size ance size ance - | size -
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Table 1. (Continued) .

P D H L T B

Nominal - Toler-

size Basic | Toler- | Basic | gne Basic | Toler-| Basic | Toler-| Basic [ Toler-| Basic
size ance size & g) size ance size ance size ance size

3.0
3.1
3.2
3.3
3.4
3.5
3.6
3.7
3.8

8.9 140,016 3
0. 008 —
4.0 +

4.2
2
4.5 !

®
6 6 8 40 _

5.0
50

5.2
5.5 60
5.8

6.0
6.2 15
6.5
6.8
7.0

7.2
0.01 +0.019 0 0.6 0.3

7.5 +0 +0.010 —0.2 +() +0

7.8

8.0
8.5
10 0.0 10 13

9.5
15

10.0 ‘
10.5 20
11.0

13 1.5 13 16

12.0 --0. 023
12.5 +4-0.012

13.0 40
16 14.0 16 19 50
15.0

60

16.0 70
17.0 15
20 18.0 20 23 80

19.0

4-0.028 25
20.0 40,015

21.0
25 22.0 25. 28
23.0
24.0

Remarks 1. The tolerance of D shall be as specified in JIS B 0401. ‘

2. The tolerance of B shall comply with coarse grade specified in
. JIS B 0405. ocuments
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