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In the event of any doubt arising, .

the original Standard in Japanese is to be final authority.
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JAPANESE INDUSTRIAL STANDARD JIS

Die sets for press dies B 5013-1994

1. Scope This Japanese Industrial Standard specifies the die sets made of
cast iron to be used for press dies (hereafter referred to as "die sets").

Remarks: The standards cited in this Standard are as follows:
JIS B 0601 Surface roughness — Definitions and designation

JIS B 0651 Instruments for the measurement of surface rough-
ness by the stylus method

JIS B 5031 Accuracy test for press dies sets

JIS B 7726 Rockwell and Rockwell superficial hardness testing
machines

JIS G 4805 High carbon chromium bearing steels
JIS G 5501 Grey iron castings

JIS H 4040 Aluminium and aluminium alloy rods, bars and
wires

JIS Z 2245 Method of Rockwell and Rockwell superficial
hardness test

2. Types and symbols The types and symbols of the die sets shall be classifi-
ed as given in Table 1 according to the shapes of guides.

Table 1. Types and symbols

Type Symbol

Plain guide type FBB type FBB
FCB type FCB

FDB type FDB

Ball guide type FBR type FBR
FCR type FCR

FDR type FDR

. 3. Qualities

3.1 Appearance The appearance of the die sets shall be free from cracks and
injurious defects in use such as flaws, rust and others.

3.2  Surface roughnesses  The surface roughnesses of the upper surfaces and
lower surfaces of the die holder and punch holder, when subjected to the test of
7.1, shall be 1.6 pmRa of JIS B 0601.

In addition, the surface roughness of the fitting part of the guide post with the
guide bush, when subjected to the test of 7.1, shall be 0.2 umRa of JIS B 0601.
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