JIS Bx50b2 95 M@ 4933L08 0527863 24l N

UDC 621.886:621.746.07:621.979.073

JAPANESE INDUSTRIAL STANDARD

Dowel pins for press dies

JIS B 5062-

Translated and Published
by

Japanese Standards Association

Documents

Document Sharing Hub
Printed in Japan 45

Full document details: JIS B 5062-1995


http://www.avadocuments.com/doc/jis-b-5062-1995
http://www.avadocuments.com/doc/jis-b-5062-1995

JIS Bx50b2 95 WM 4933L08 05278L4 183 HM

In the event of any doubt arising,
the original Standard in Japanese is to be final authority.

Documents

Document Sharing Hub

Full document details: JIS B 5062-1995


http://www.avadocuments.com/doc/jis-b-5062-1995
http://www.avadocuments.com/doc/jis-b-5062-1995

JIS Bx50bc 95 EM 4933L08 05278LS 014 WM

UDC 621. 886: 621. 746. 07: 621. 979. 073
JAPANESE INDUSTRIAL STANDARD JIS

Dowel pins for press dies B 5062-1995

1. Scope This Japanese Industrial Standard specifies the dowel pins (here-
after, referred to as "pins") to be used for press dies.

Remarks: The standards cited in this Standard are given in the following:
JIS B 0601 Surface roughness — Definitions and designation

JIS B 0651 Instruments for the measurement of surface rough-
ness by the stylus method

JIS B 7726 Rockwell and Rockwell superficial hardness testing
machines

JIS G 4401 Carbon tool steels
JIS G 4404 Alloy tool steels
JIS G 4805 High carbon chromium bearing steels

JIS Z 2245 Method of Rockwell and Rockwell superficial
hardness test

2. Types and symbols The types and symbols of the pins shall be classified
as given in Table 1 according to the presence of tapped hole and the accuracies of
cylindrical part.

Table 1. Types and symbols

Type Symbol Remarks
Type A class 1 Al Without tapped hole
Type A class 2 A2
Type B B With tapped hole

3.  Quality

3.1 Appearance The pins in appearance shall be free from cracks and harm-
ful defects in use such as flaws, rust and others.

8.2  Surface roughness The surface roughness of the cylindrical part of the
pins, when subjected to the test of 6.1, shall be 0.2 pmR, or under in accordance
with the surface roughness of JIS B 0601.

3.3 Hardness The hardness of the pins, when subjected to the test of 6.2,
shall be 60 = 2 HRC for type A class 1 and type A class 2, and 48 =+ 3 HRC for
type B.

4. Shape and dimensions The shape and dimensions of the pins shall be in
accordance with Table 2 and Table 3.
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