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UDC 621. 88: 621. 7. 073: 678. 057
JAPANESE INDUSTRIAL STANDARD JIS

Taper lock of moulds for plastics B 5119-1995

1. Scope This Japanese Industrial Standard specifies the taper lock to be
used for moulds for plastics.

Remarks 1. The standards cited in this Standard are given in the follow-
ing:

JIS B 0601 Surface roughness — Definitions and designation

JIS B 0651 Instruments for the measurement of surface
roughness by the stylus method

JIS B 7503 Dial gauges

JIS B 7513 Precision surface plates

JIS B 7533 Dial test indicators (lever type)
JIS B 7540 V-blocks

JIS B 7726 Rockwell and Rockwell superficial hardness
testing machines

JIS G 4404 Alloy tool steels

JIS Z 2245 Method of Rockwell and Rockwell superficial
hardness test

2. The International Standard corresponding to this Standard is
given in Annex, and it may be applicable instead of the pre-
scriptions of the text of this Standard.

2. Quality

2.1 Appearance The taper lock in appearance shall be free from cracks and
harmful flaws, rust and other defects in use.

2.2 Surface roughness The surface roughness of the taper lock, when tested
in accordance with 5.1, shall be the values of Table 1 in accordance with the
surface roughness of JIS B 0601.

2.3 Hardness The hardness of the taper lock, when tested in accordance
with 5.2, shall be 55HRC or over.

2.4 Coaxiality and perpendicularity = The coaxiality and perpendicularity of
the taper lock, when tested in accordance with 5.3, shall be the values of Table 1.

3. Shapes and dimensions The shapes and dimensions of the taper lock shall
be in accordance with Table 1.
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