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UDC 621.886.1:621.753. 4

JAPANESE INDUSTRIAL STANDARD JIS

Locating Pins for Jigs and Fixtures B 5216-1989

1, Scope

This Japanese Industrial Standard specifies locating pins for jigs and
fixtures which perform positioning by their cylindrical part, hereinafter refer-
red to as the "pins",

2. Classification

Pins shall be classified into four types of round type, rhombic type, flang-
ed round type, and flanged rhombic type according to the shape of the head.

3. Shapes and Dimensions

The shapes and dimensions of pins shall be as specified in Tables 1 and 2.

Applicable Standards:

JIS B 0205-Metric Coarse Screw Threads

JIS B 0209-Limits of Sizes and Tolerances for Metric Coarse Screw Threads

JIS B 0401-System of Limits and Fits

JIS B 0405-Permissible Machining Deviations in Dimensions without
Tolerance Indication

JIS B 0601-Definitions and Designation of Surface Roughness

JIS B 0659-Roughness Comparison Specimens

JIS B 7509-Dial Gauges Reading in 0.001 mm

JIS B 7513-Precision Surface Plates

JIS B 7540-Vee Blocks

JIS B 7726-Rockwell and Rockwell Superficial Hardness Testing Machines

JIS B 7734-Micro Hardness Testing Machines for Vickers and Knoop
Hardness :

JIS G 4102-Nickel Chromium Steels

JIS G 4104-Chromium Steels

JIS G 4105-Chromium Molybdenum Steels

JIS G 4401-Carbon Tool Steels

JIS Z 2245-Method of Rockwell and Rockwell Superficial Hardness Test

JIS Z 2251-Method of Micro Hardness Test for Vickers and Knoop Hardness

Reference Standards:

ISO 4247-Jig bushes and accessories for drilling purposes-Dimensions
ISO 4248-Jig bushes-Definitions and nomenclature
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