STD.JIS B bL15A-ENGL 1993 WM 493308 053693k 105 W

UDC 621.9-229.33

JAPANESE INDUSTRIAL STANDARD

Live centers

JIS B 6158

Translated and Published
by

Japanese Standards Association

Documents

Printed in Japan 58S

B 6f55| document details: JIS B 6158 O


http://www.avadocuments.com/doc/jis-b-6158-0
http://www.avadocuments.com/doc/jis-b-6158-0

STD.JIS B bLSA-ENGL 1993 I 4933608 0536937 04l A

In the event of any doubt arising,
the original Standard in Japanese is to be final authority

,-

Errata for JIS (English edition) are printed in Standardization Journal, published monthly
by the Japanese Standards Association. .

Errata will be provided upon request, please contact:
Business Department,

Japanese Standards Association

4-1-24, Akasaka, Minato-ku,

Tokyo, JAPAN 107

TEL. 03-3583-8002

FAX. 03-3583-0462

Errata are also provided to subscribers of JIS (English edition) in Monthly Information.

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Fri Avgul%id2,08:3020kkails: JIS B 6158 0


http://www.avadocuments.com/doc/jis-b-6158-0
http://www.avadocuments.com/doc/jis-b-6158-0

STD.JIS B bLSB-ENGL 1993 EM 493308 053L938 T4s HN

UDC 621.9-229.33
JAPANESE INDUSTRIAL STANDARD JIS

Live centers B 6158-1993

1. Scope This Japanese Industrial Standard specifies the live centers with
Morse taper shank used for machine tools.

Remarks 1. The standards cited in this Standard are given in Attached
Table 1.

2. The units and numerical values given in { } in this Standard
are in accordance with the traditional unit system, and are
appended for informative reference.

2. Shape and dimensions The shape shall generally be as shown in Fig. 1,
and the dimensions shall be as given in Table 1.
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Table 1 .
Unit: mm
Nominal | Morse ! 4 a Z d d, a Fij D)
No. taper No. Anoul
(max.) | (max.) | (max.) | Angle tolegrua::e {max.)
2 2 68 64 4 0.4 50 0.5 60° +30° 85° 17,780
3 3 85 80.5 4.5 63 1.0 75° 23.825
4 4 108 102.7 5.3 80 1.0 75° 31.267
! 5 5 136 | 1297 | 6.3 100 1.5 75 | 44.399
6 6 189 181.1 7.9 140 15 95° 63_348
7 7 260 250.5 9.5 180 1.5 95° 83,058

Note (') D shall be the basic dimension within the range of Z.

Remarks 1. The tolerances on numerical values without tolerances in the
‘ Table shall be in accordance with the coarse grade of JIS B 0405.

2. The Morse taper shall be in accordance with those with threaded
hole of JIS B 4003. However, withdrawing screw shall be omitted.
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