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UDC 621.919.001.4
. JAPANESE INDUSTRIAL STANDARD JIS

Test Code for Performance and B 6227-1982
Accuracy of Vertical Internal Type (Reaffirmed: 1987)
Broaching Machines

1. Scope .

This Japanese Industrial Standard specifies the methods of testing and
inspection concerning the operational performance of vertical internal type
broaching machines of the type having moving tools, hereinafter referred to
as the "broaching machines".

Further, those broaching machines of the type in which the workpiece
moves shall also be in accordance with this standard, as appropriate.

Remark: The units shown in braces { }in this standard are based on
the gravitational system of units and are appended for

. reference.

2. Methods of Operation Tests

2.1 Function Test The function test of broaching machines shall be
performed as specified in Table 1.

Applicable Standards:

JIS B 6003-Methods of Vibration Testing for Machine Tools
JIS B 6004-Method of Sound Level Measurement for Machine Tools

JIS B 6014-General Code of Safety for Machine Tools
JIS B 6201-Test Code for Performance and Accuracy of Machine Tools

. Reference Standard:

ISO 6779-Acceptance Conditions of Broaching Machines for Voﬁtical
_ Internal Type-Testing of Accuracy ocuments
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Table 1

No. Test item

Testing method

Reference
Corre-
sponding
No. in 3.2
of JIS

B 6201

1 Start, stop, and
running operation
of pull slide

Perform start and stop operation
[including inching(!) and
braking(*)] continuously 10
times respectively for rise and
lowering at a suitable pull slide
speed, and examine the
smoothness and reliability of
operation.

1-11

2 Speed change
operation of pull slide

Change pull slide speed with
respect to three speeds-

lowest, intermediate, and

highest (for machines of

staged speed change type, all
the marked speeds), and examine
the smoothness of operation of
operation unit and the reliability
of indication.

1-12

3 Start, stop, and
running operation of
retriever slide

Perform start and stop opera-
tion [including inching(?')
and braking(')] continuously
10 times respectively for rise
and lowering at a suitable
retriever slide speed and
examine the smoothness and
reliability of operation.

1-33

4 Speed change opera-
tion of retriever
slide

Change retrieve slide speed

with respect to three speeds of
the lowest, intermediate, and
highest (for machines of staged
speed change type, all the
marked speeds), and examine the
smoothness of working of opera-
tion unit and the reliability of
indication.

5 Operation of
automatic stop device

For pull slide and retriever slide,
examine the smoothness and
reliability in the setting of
automatic stop position and its
working.
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