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UDC 621.746.043
’ JAPANESE INDUSTRIAL STANDARD JIS

Die Casting Machines B 6612-1987

1. Scope

This Japanese Industrial Standard specifies the names of respective
parts, the dimensions of die clamp parts, and the accuracy inspection of

' die casting machines having die clamping force of 150 to 10 000 kN {15 to
1020 x 103 kgf}.

Remark: The units and numerical values given in { } in this Standard
are based on the traditional units and are appended for
informative reference.

2. Names of Respective Parts

The names of respective parts of die casting machines used in this
. Standard shall be as shown in Figs. 1 to 5,

’ Applicable Standards:

JIS B 0405-Permissible Machining Deviations in Dimensions without
Tolerance Indication

JIS B 0407-Permissible Deviations in Dimensions without Tolerance
Indication for Iron Castings

JIS B 0952-T Slots

JIS B 7503-Dial Gauges Reading in 0,01 mm
JIS B 7513~Precision Surface Plates

JIS B 7514-Steel straightedges

Reference Standard:

JIS Z 8203-SI Units and the Use of their Multiples and of Certain other
. Units
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B 6612-1987

Fig. 1. Names of Respective Parts of Horizontal Type Cold
Chamber Die Casting Machine
(Injection frame type)
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Die clamping section Injection section Extruder section Die-related parts
. . . Extruder .
1 | Stationary platen 11 | Injection frame 19 cylinder 20 | Stationary die
Injection .
2 | Movable platen 12 cylinder 21 | Movable die
3 | Link housing 13 | Accumulator 22 | Extruder rod
. Injection

4 | Tie bar 14 piston rod 23 | Extruder pin
5 Die clamping 15 Plunger rod

cylinder coupling .
6 | Toggle mechanism 16 | Plunger rod
7| T slot 17 | Plunger tip
8 | Base frame 18 Sleeve
9 | Motor

‘Oil-hydraulic
10 pump

Remark: The above drawing shows the part names and is not intended
to show the standard of shape and construction.
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‘ Fig. 2. Names of Respective Parts of Horizontal Type Cold
Chamber Die casting Machine
(Injection tie bar type)
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Die clamping section Injection section Extruder section Die-related parts
1 | Stationary platen 11 Eggection tie 19 g’;ﬁgg:i 20 Stationary die
Injection :
‘ 2 | Movable platen 12 cylinder 21 Movable die
3 | Link housing 13 | Accumulator 22 Extruder rod
. Injection .
4 | Tie bar 14 piston rod 23 Extruder pin
5 Die clamping 15 Plunger rod
. cylinder coupling
6 | Toggle mechanism 16 | Plunger rod
7 | T slot 17 | Plunger tip
8 | Base frame 18 | Sleeve
9 | Motor
Oil-hydraulic
10 pump

Remark: The above drawing shows the part names and is not intended
to show the standard of shape and construction.
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