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JAPANESE INDUSTRIAL STANDARD JIS

Determination of Size
for Watch and Clock Movements B 7009-1982

1. Scope

This Japanese Industrial Standard specifies the determination of size
for watch and clock movements, hereinafter referred to as the "movements".

2. Definitions

Definitions used in this standard shall be as follows, in addition to the
definitions of terms specified in JIS B 7010.

(1) movement The whole equipment, from which make-up compo-
nents, a case, a dial, hands and their accessories, or parts
corresponding to these parts are removed, being capable of
producing and keeping a periodic phenomenon and measuring
time. However, the devices or parts which are attached to the
movement and easily detached from it shall not be included.

(2) casing diameter In the case of combining a movement with a
case, the diameter of the main plate engaged or that of the side
surface of parts corresponding to the main plate and having a
diameter smaller by one step than the maximum diameter (see
Fig. 1(a), Fig. 2(a), Fig. 3(a), Fig. 4(a), Fig. 5).

Moreover, a partially protruding part shall not be included
in the diameter. ‘

(3) thickness of movement The thickness (!) measured from the
surface of such main parts as the base plate and the date indi-
cator on the time-indicating side of the movement to the surface
of such main parts as train wheel bridge, circuit block on the
back side of the case, excluding the battery part.

Note (!) In the case of a type of indicating with hands such as
wheel parts which are hour wheel, cannon pinion and
center second pinion, or hour wheel, centre wheel and
second wheel for attaching the hands, bearings,
screws, pins, springs and partially protruding elect-
ronic parts shall not be included.

Applicable Standards:
JIS B 0401-Limits and Fits for Engineering
JIS B 7010-Nomenclature for Parts of Watches and Clocks

JIS B 7502-Micrometer Callipers for External Measurement

Reference Standards:

1SO 497 - Guide to the choice of series of preferred numbers and of
series containing more rounded values of preferred numbers

ISO 3764~ Timekeeping instruments - Casing diameters for round
movements
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