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‘ Classification and Water Resistibility of B 7021-1989
Water Resistant Watches for General Use

1. Scope

This Japanese Industirial Standard specifies the classification and water
resistibility of water resistant watches for general use, hereinafter referred
to as the "water resistant watches",

Remarks 1. This Standard does not apply to special water resistant
watches such as those for divers.

2. The units and numerical values given in { } in this Standard
are based on the traditional units and are appended for
‘ 2. Definitions

informative reference.
The meanings of the main terms used in this Standard shall be as follows:

(1) wunder-pressure water resistibility The ability to prevent the pene-
tration of water into the watch when a water pressure is exerted on
the watch.

(2) immersion water resistibility The ability to prevent the penetration
of water into the watch when it is immersed in water,

(3) operating part water resistibility The ability to prevent the pene-
tration of water into the watch when an external force is exerted on
the operating part of the watch in water,

3. Classification

Water resistant watches shall be classified as shown in following Table
. according to their use.

Table

Class Use

Watches capable of resisting sweat in daily life, water
Class 1 | drops in face washing, rain, and the like, but unusable
where the water pressure varies widely.

Class 2 | Watches usable in water such as in swimming.

Corresponding International Standard:

‘ ISO 2281 Horology-Water-resistant watches
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