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JAPANESE INDUSTRIAL STANDARD JIS8

Wristwatech Cases — Dimensions of .
Fastening Elements for Bracelets B 7022-1982

1.  Scope

This Japanese Industrial Standard specifies the dimensions of fastening
* elements for bracelets, spring bars and bracelet fastening pins for wrist-
watch cases, hereinafter referred to as the "cases". However, except
special cases(l),

-t

Note (!) It means the cases of type of horn parts other than Types
1, 2, 3 and 4.

2. Definitions
. For the purposes of this standard, following definitions apply:

1) horn A part of the case to which a bracelet, strap, etc., for
putting a watch on a wrist is fastened directly or by using a
spring bar and bracelet fastening pin.

(2) spring bar The bar to be used for fastening the bracelet to
the case, having a pin to equipped that it is capable of pro-
truding by the force of spring at the end of cylinder.

(3) Dbracelet-fastening pin The pin to be used for fastening the
bracelet to the case,

(4) horn hole The hole provided in the horn for attaching bracelet,
cord, etc., to the case,

(5) horn-hole diameter The inner diameter of horn hole,

(6) horn width The inner dimension (Types 1, 2, and 4) or outer
dimension (Type 3) of bracelet attaching part. Usually, it shall
be the dimension on the centre line of horn hole,

(7) two horn style The style in which two horns are mounted on
‘ one side of case and the bracelet is fastened between the horns.

(8) roof-attached horn style The style in which the roof is placed
on the upper surface of horns of two horns style.

(9) single-horn style The style in which one horn protrudes to the
single side of case.

(10) passing-through band style The style to attach the bracelet by
passing through the bracelet between the case and the horn,

Applicable Standard:
JIS B 0401-System of Limits and Fits
Reference Standard:

. ISO 3765~Timekeeping instruments — Wristwatch cases — Dimensions of
: fastening elements for bracelets,
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