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UDC 771. 34

JAPANESE INDUSTRIAL STANDARD JIS
. Tripods for Cameras - B 7118-1974
(Reaffirmed in 1982)

1. Scope

This Japanese Industrial Standard specifies the tripods for cameras and for
8 mm motion picture cameras (inicluding those attached with a pan head mounted
with elevator), hereinafter referred to as the "tripods".

2. Classification

The tripods shall be classified according to the style of fixing the elongation
and shrinkage of pods into three styles of dowel style, friction style and combined
style (see Fig. 1).
3. Names
. The names of main parts shall be in accordance with Fig. 1.

4, Shape and Dimensions

The shape and dimensions of camera mounting part of tripods, hereinafter
referred to as the "mounting part" shall be as follows:

(1) The mounting part shall be in accordance with the specifications of
JIS B 7103.

(2) The mounting part shall be at a position within 30 mm from one end of
camera mounting surface.

5. Function
The function shall be as follows:

(1) The function of folding of pods, extending, elevator and pan head shall
‘ be smooth and secure and have endurance.

(2) The mounting condition of tridivider and joint shall be such a degree
that the pods can be fixed optionally in the state of pods extended and
have endurance.

(3) The pan head shall be of 2 kg in mass for dowel style, of 3 kg in mass
for friction style and combined style, and be capable of displacing from
horizontal direction to vertical direction when attached with metal bar
of 100 mm in length and further be capable of fixing at an arbitrary position
between them (see Fig. 2).

(4) The function of elevator shall be as follows:

Applicable Standard: JIS B 7103-Tripod Connections for Cameras
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