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‘ UDC 778.142
o JAPANESE INDUSTRIAL STANDARD J1s

Microfilming for 16 mm and 35 mm Microfilms B 7187-1983

1. Scope

This Japanese Industrial Standard specifies the microfilming for 16 mm
and 35 mm microfilms, hereinafter referred to as the "films",

2, Definitions

The meanings of principal terms used in this standard shall be as

T follows:
(1) reel The holding fixture with a flange for winding the proces-
sed film. It is used by being equipped to a microfilm leader, a
leader printer, or a retrieval equipment.
‘ (2) reference mark The mark attached on the flange of a reel to
' identify the direction of winding when a film is wound around a
square hole reel.
(3) simplex The method for photographing objects in a line in the
Iongitudinal direction of a film, or the arrangement of those micro
images (refer to Fig. 1). _
(4) duo The method in which after photographing on the side half
: of a film, the object is photographed on the remainder half there-
of, or the arrangement of those micro images (refer to Fig. 2).
(5) duplex The method for photographing the face and the back of
an object in two lines, or the arrangement of their micro images
(refer to Fig. 3).
‘ . Applicable Standards:
JIS K 7558-Safety Photographic Films
JIS Z 6001-Microfiche of Source Documents
JIS Z 6003-Document Mark (Blip) Recorded on 16 mm Microfilm
Corresponding International Standards:
ISO 1116—Mibrocopying—16 mm and 35 mm microfilms, spools and reels
v
" ISO 6196/2-Micrographics- Vocabulary—Sectmn 02:Image pos1t10ns and
‘ methods of recording
Reference Standards:
JIS B 7189-Reels for Processed 16 mm and 35 mm Microfilms
. JIS 7 6004-Operating Procedures for Microfilming of Technical Drawmgs
. on 35 mm Microfilm
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