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JAPANESE INDUSTRIAL STANDARD JIS
' Clocks with Chart Drum B 7301-1989

1. Scope

* This Japanese Industrial Standard specifies the clocks with chart drum, hereafter referred to for that

of spiral spring driving as spiral spring type and for that of battery driving type as battery type, and in the case
of generic term as clocks with chart, to be used for recording meteorological instrument (excluding record-

ing anemoscope).

2. Classification

Clocks with chart shall be classified into spiral spriné type and battery type, and further according to
the using time, peripheral velocity, nominal diameter of drum and height of drum, divided as given in Table 1.

Table 1
Nominal diameter |Height Recording meteorological
Class| Using time | Peripheral velocity |of drum of drum measuring instrument
) mm mm (Informative reference)
A 2h 3 mm/min 127 185 |Dines anemometer
' B 1 day 15 mm/h 127 - 185 |Dines anemometer
. C 1 day ~ 15mm/h 127 175  |Barograph, thermograph
D 1day 15 mm/h 127 130  |Hygrograph, recording rain gauge
E | 1day/7 days | 12 mm/h/43.5 mm/d 101 130 | Recording electric contact counter
Robitzsch pyrheliometer,
G | 1day/7 days | 11 mm/h/40 mm/d 93 95 |barograph, thermograph,
hygrograph
Recording interval measuring
H |1 day/7 days | 13 mm/h/47.4 mm/d 110 160 carth thermometer
1 day/7 days | 11 mm/h/40 mm/d 93 265 |Hygrothermo-barograph
J | 1day/7 days | 11 mm/h/40 mm/d 93 185 |Hygrothermograph
1 day/7 days | 11 mm/h/40 mm/d 93 130  |Hydrograph
Remarks 1. Inusing time 1 day/7 days means three types of 1 day, 7 day, and, 1 day and 7 days com-
mon use,
‘ 2. Inusing time as to 1 day/7 days, according to mode change over it is able to add 31 days.
Conventional class F is included in Class G according to revision of this time, and there-
fore, the conventional F is used by substituting with G.
Applicable Standards:

JIS G 3101-Rolled Steel for General Structure

JIS G 4051-Carbon Steels for Machine Structural Use

JIS G 4303-Stainless Steel Bars

JIS G 4313-Cold Rolled Stainless Steel Strip for Springs

JIS G 4801-Spring Steels '

JIS H 3100-Copper and Copper Alloy-Sheets, Plates and Strips
Reference Standards:

JIS B 7305-Thermographs

JIS B 7306-Hygrographs

JIS B 7307-Barographs
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