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\ JAPANESE INDUSTRIAL STANDARD JIS
. @ Barographs B 7307-1989
1. Scope
This Japanese Industrial Standard specifies the barographs to record gas pressure on the drum by using
cavities or bellows.

Remark: The units and numerical value given in { } in this Standard are in accordance with conven-
tional units and are not Standard value.

" 2, Classification
Barographs shall be classificd into two types of large type and medium type,
3. Performance
The performance of barographs shall be as follows:
(1) The measuring-capable range shall be 940 to 1045 hPa (mbar) (705 to 785 mmHg).

(2) The instrumental difference, extreme difference, comparing difference, and hysteresis difference,
when tested according to 6., shall be as given in Table 1.

. Table 1

i Unit: hPa (mbar)

A Instrumental Extreme Comparin, Hysteresis
Classification difference() difference(z) difference%j) difference(*)
Large type + 13 1.6 max. 0.7 max. 0.5 max.

{£ 1.0 mmHg} {12mmHgmax.} | {0.5mmHgmax.} | {0.4 mmHgmax.}

Medium type +13 16 max. 0.7 max. 0.5 max.
{# 1.0 mmHg} {12 mmHg max.} | {0.5mmHgmax.} | {0.4 mmHg max.}

Notes (1) When having measured the same condition by specimen instrument and standard instrument
and assumed that the indicating degree of instrument indicates P’ and that of standard instru-
ment indicates I, AI = P —I is taken as the instrumental difference of the instrument at condi-
tion I,

(®) When the instrumental differences are obtained on the whole indicating degree range of
specimen instrument, the difference between the maximum value and the minimum value of
the instrumental differences E = Almax — Almin is taken as the extreme difference.

‘ (3) The instrumental difference at mutually adjacent inspection points.

(4) When having obtained the instrumental difference with changing the condition from upper
position to the lower position in the whole measuring range and having obtained the instru-
ment difference with, then, varying from the lower position to the upper position, the dif-
ference of above-mentioned instrumental differences at the same indicating degree.

(3 The temperature correction factor shall be + 0.09 hPa (mbar) {+ 0.07 mmHg} per 1°C.

Applicable Standards:
JIS B 0205-Metric Coarse Screw Threads
JIS B 7301-Clock with Chart Drums
JIS G 4401-Carbon Tool Steels

JIS H 3130-Copper Beryllium Alloy, Phosphor Bronze and Nickel Silver—Sheets, Plates and Strips for
Springs

. JIS H 3250-Copper and Copper Alloy-Rods and Bars
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