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JAPANESE INDUSTRIAL STANDARD JIS

Rockwell and Rockwell superficial B 7726-1993
hardness testing machines

1. Scope This Japanese Industrial Standard specifies the hardness testing
machines for measuring hardnesses of one of Rockwell A, B, C, D, E, F, G, H, K,
Rockwell superficial N and T hardness (hereafter referred to as "testing ma-
chines").

“ Remarks 1. The standards cited in this Standard are given in the follow-
ing:
JIS B 1501 Steel balls for ball bearings
JIS B 7153 Toolmaker's microscopes

JIS B 7728 Load calibration devices for verifying material
testing machines

JIS B 7730 Standardized blocks of Rockwell and Rockwell

superficial hardness
JIS H 5501 Cemented carbide alloy of tip

JIS Z 2245 Method of Rockwell and Rockwell superficial
hardness test

JIS Z 8103 Glossary of terms used in instrumentation

2. The International Standards corresponding to this Standard
are given in the following:

ISO 716:1986 Metallic materials—Hardness test—Verification

of Rockwell hardness testing machines (scales
A-B-C-D-E-F-G-H-K)

ISO 1079:1989 Metallic materials—Hardness test—Verifica-
tion of Rockwell superficial hardness testing
machines (scales 15N, 30N, 45N, 15T, 30T and
45T)

2. Definitions For the purposes of this Standard, definitions in JIS Z 2245
and JIS Z 8103 apply.

3. Structure The testing machine is consisting of a machine frame, sample
supporting device, loading device and hardness indicating device, and shall be
provided with indenter.

In addition, the initial load, test load (hereafter both of the initial load and
test load are generically called as the load), hardness indicating value and in-
denter shall be in accordance with Table 1.
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