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JAPANESE INDUSTRIAL STANDARD JIS

Shore hardness testing machines B 7727-1993

1. Scope This Japanese Industrial Standard specifies the Shore hardness
testing machines which measure the Shore hardness by allowing a hammer to
collide with a sample (hereafter referred to as "testing machines").

Remarks: The standards cited in this Standard are as given in the follow-
ing:

JIS B 7731 Standardized blocks of Shore hardness
JIS Z 2246 Method of Shore hardness test

JIS Z 8103 Glossary of terms used in instrumentation

2. Definitions For the purposes of this Standard, main definitions in JIS
B 7731, JIS Z 2246 and JIS Z 8103 apply.

3. Structure The structure of the testing machine shall be in accordance with

the following:

(1) The testing machine shall consist of a measuring cylinder and a machine
frame.

(2) The measuring cylinder shall consist of a hammer mechanism and a hard-
ness indicating part.

Further, the hammer mechanism shall include the hammer and the
operating mechanism required for the dropping of the hammer.

(3) The measuring cylinders shall be of the indicating types (Type D) and visual
measuring type (Type C), and the indicating types shall be of an analog
system and.a digital system.

Remarks: The examples of the measuring cylinders of the indicating type
and visual measuring type shall be as given in Fig. 1 and Fig. 2
respectively.

Further, the hardness indicating part may be separated
from the hammer mechanism.
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