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JAPANESE INDUSTRIAL STANDARD JIS

Standardized blocks of Rockwell B 7730-1993
and Rockwell superficial hardness

1. Scope This Japanese Industrial Standard specifies the hardness standardized
blocks of A, B, C, 30N and 30T scales (hereafter, referred to as "standardized blocks")
to be used for the inspection and the like of the overall errors of the Rockwell
hardness and Rockwell superficial hardness testing machines.

The ranges of the applicable hardnesses shall be as given in Table 1.

Table 1. Hardness ranges of standardized blocks

Hardness Rockwell hardnesses Rockwell superficial hardnesses
Scale A B C 30N 30T
Hardness range| 60 to 95 |30 to 100| 20 to 67 43 to 84 36 to 81

Remarks 1. The standards cited in this Standard are given in the following:

JIS B 0601 Surface roughness—Definitions and designation

JIS B 0621 Definitions and designations of geometrical devia-

tions

JIS B 7726 Rockwell and Rockwell superficial hardness testing
machines

JIS Z 2245 Method of rockwell and rockwell superficial hard-
ness test

JISZ 8103 Glossary of terms used in instrumentation
JISZ 8703 Standard atmospheric conditions for testing

2. The Internatinal standards corresponding to this Standard are
given in the following:

ISO 674: 1988 Metallic materials—Hardness test—Calibration
of standardized blocks to be used for Rockwell

hardness testing machines (scales A~-B-C-D-E-
F-G-H-K)

ISO 1355: 1989 Metallic materials—Hardness test—Calibration
of standardized blocks to be used for Rockwell

superficial hardness testing machines (scales
15N, 30N, 45N, 15T, 30T and 45T)

2. Definitions For the purposes of this Standard, the main definitions in JIS Z
2245 and JIS Z 8103 apply.
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