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I. Scope

JAPANESE INDUSTRIAL STANDARD

Theodolites

the horizontal angle and altitude angle.

UDC 528.52.085.3

JIS

B 7909-1993

This Japanese Industrial Standard specifies the theodolites to measure

Remarks : The standard cited in this Standard is as follows :

JIS B 7907 Tripod connections for optical surveying instrument

2. Classification and applicable divisions The theodolites shall be classified into
two types of that having an optical reading device (except magnifying glass) and
that having an electronic reading device, and the applicable divisions shall be as given
in Table 1.

Table 1. Applicable divisions

. . Applicable divisions
Dividing basis

A B C D
Minimum 2”7 or under Over 2" to 127 Over 12”7 to 30” | Direct reading or
reading value or under or under or direct | presumptive
reading 1’ and reading 1’ or
presumptive over
reading 30" or
under

Remarks 1. The minimum reading value of the theodolite equipped with an

optical reading device means the minimum reading value of the
horizontal scale disc specified in 5.2, and, in that of micrometric
type, means the scale interval of micrometric scale, and does not
include the presumptive value,.

2. The minimum reading value of the theodolite equipped with an
electronic reading device designates the minimum indicated value,
and does not include the switched minimum indicated valve
corresponding to the presumptive value of the theodolite equipped
with an optical reading device.

3. Performances and measuring methods
shall be in accordance with Table 2.

The performances and measuring methods
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