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UDC 621.183.31

. JAPANESE INDUSTRIAL STANDARD JIS
10 kgf/ecm? Tubular Type Water Gauges B 8216-1977
with Cocks for Boilers (Reaffirmed: 1982)
1. Scope

This Japanese Industrial Standard specifies the 10 kgf/cm? {1 MPa}(l)
tubular type water gauges with cocks used for boilers having maximum
working pressures of not more than 10 kgf/cm? {1 MPa}, hereinafter
referred to as the "water gauges",

Note (!) This indicates the nominal pressure.

Remark: The units and numerical values given in { } in this stand-
ard are in accordance with the International System of Units
(SI), and are appended for informative reference.

2, Classification

. Water gauges shall be classified into those with their cock handle
positioned on the left when viewed from this side (Type L) and those with
their cock handle positioned on the right (Type R) (refer to Figure).

Handle on the Left Handle on the Right
(Type L) (Type R)
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. Applicable Standards:

JIS B 0405-Permissible Machining Deviations in Dimensions without
Tolerance Indication

JIS B 0407-Permissible Deviations in Dimensions without Tolerance
Indication for Iron Castings

: JIS B 2210-Basic Dimensions of Ferrous Materials Pipe Flanges
JIS B 8211-Gauge Glasses for Boilers
> JIS F 7102-Application Standard of Gaskets and Packings to Piping

System for Marine Machinery
JIS F 7387-Marine Bronze 16 kgf/cm? Cocks
JIS H 3100~Copper and Copper Alloy - Sheets, Plates, Strip and Coiled

Sheets
JIS H 3250-Copper and Copper Alloy - Rods and Bars
7 JIS H 3260-Copper and Copper Alloy Wires
. ‘ JIS H 5111-Bronze Castings
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