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@ JAPANESE INDUSTRIAL STANDARD JIS
Valves for Dissolved Acetylene Cylinder B 8244-1989
1. Scope

This Japanese Industrial Standard specifies valves to be used mainly for
dissolved acetylene cylinders specified in JIS B 8234, hereinafter referred to as the
"valves.

Remark: The units and numerical values given in { } in this Standard are
based on the traditional unit system and are currently the criteria
in force.

2, Classification

The classification of the valve shall be as given in Table 1.

Table 1
Type Symbol
Valve with safety device : S
Valve without safety device 0}

3. Performance

3.1 Opening and Closing of Valve Opening and closing operation of the valve
shall be simple and smooth.

3.2  Pressure Resisting Characteristic = The valve element shall be free from
leakage or other defects when subjected to hydrostatic, pneumatic or inert gas
pressure not less than 4.9 MPa {50 kgf/cm?}.

3.3  Airtightness The valve shall show no sign of leakage from any checked
portion when subjected to the airtightness test specified in Table 2 using air or
inert gas.

Applicable Standards:
JIS B 8234-Refillable Welded Steel Cylinders for Dissolved Acetylene
JIS B 8246-Valves for High- Pressure Gas Cylinder
JIS G 3201-Carbon Steel Forgings for General Use
JIS G 4051-Carbon Steels for Machine Structural Use

JIS H 3250-Copper and Copper Alloy-Rods and Bars
Documents

Document Sharing Hub

Full document details: JIS B 8244-1989


http://www.avadocuments.com/doc/jis-b-8244-1989
http://www.avadocuments.com/doc/jis-b-8244-1989

