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@ JAPANESE INDUSTRIAL STANDARD JIS
Valves for Liquefied Petroleum B 8245-1989
Gas Cylinder

1. Scope

This Japanese Industrial Standard specifies.the valves, hereinafter referred to
as the "valves", chiefly used for the cylinders of liquefied petroleum gas 3 ¢ or
over to and excluding 120 ¢/ in internal volume and of liquefied petroleum group
gases such as liquefied propylene, liquefied propane, liquefied butadiene or liquefied
butylene, hereinafter referred to as the "liquefied petroleum group gases".

Remark: The units and numerical values given in { 1} in this Standard are
based on the traditional unit system and are currently the criteria
in force. '

2. Classification

The valves shall be classified as given in Table 1.

Table 1. Classification of Valves

Model Symbol
Fitted with safety S
device

Not fitted with

safety device 0

3.- Performance

3.1 Opening and Closing of Valves Opening and closing of the valves shall
be easy in operation and smooth in functioning.

3.2 Pressure Resistance  When subjected to a hydrostatic pressure not less
than the pressure resistance test pressure given in Table 2 specified according to
the kind of gas, the valve disk shall show no leakage or other abnormalities.

Applicable Standardsﬁ
JIS B 8246-Valves for High Pressure Gas Cylinder
JIS G 4314-Stainless Steel Wires for Springs
JIS H 3100-Copper and Copper Alloy-Sheets, Plates and Strips

JIS H 3250-Copper and Copper Alloy-Rods and Bars
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