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UDC 621.67,001.4:621,175
. JAPANESE INDUSTRIAL STANDARD JIS8

Testing methods for B 8304-1990
condensate pumps

1. Scope

This Japanese Industrial Standard specifies the methods for testing
and inspecting, in the factory, the centrifugal pumps and the mixed flow
pumps (hereafter referred to as the "pumps") for sucking up condensed

- water from steam turbine condensers,

The extent of a pump shall, as a rule, be the portion partitioned by
the sections of the pump suction flange (or the suction bell mouth attached
to the pump body proper) and the sections of the discharge flange.

Remarks 1. The applicable Standards are listed below.
. JIS B 2405 General Rules for Mechanical Seals

JIS B 8301 Testing Methods for Centrifugal Pumps,
Mixed Flow Pumps and Axial flow Pumps

2. The pump head and the head referred to in this
Standard are indicated by the quotient of fluid energy
per unit mass, that is, specific energy, divided by the
acceleration value of free fall at a particular spot which
is taken as 9.80 m/s2,

2. Items of Test and Inspection

2.1 Test Items  The tests of the pumps shall be carried out on the
following items listed below. However, the tests of (2) shall be carried out
only when required.

(1) Performance Tests The performance test shall be as follows.

. Total pump head, discharge, rotational speed, shaft power, suction
conditions, running conditions

(2) Continuous Running Test

2.2 Inspection Items The inspection items shall be carried out on the
following items listed below. However, the inspection of (2) shall be
carried out only when required.

(1) Total pump head and discharge, shaft power, pump efficiency,
running conditions, head-discharge curve, hydrostatic pressure
resistance.

(2) Maximum discharge pressure, service running range, suction
conditions,

. Reference Standard:

JIS B 8302-Measurement Methods of Pump Discharge
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