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Foreword

This translation has been made based on the original Japanese Industrial Standard
revised by the Minister of Economy, Trade and Industry through deliberations at the
Japanese Industrial Standards Committee as the result of proposal for revision of
Japanese Industrial Standard submitted by Japan Fluid Power Association (JFPA)/
Japanese Standards Association (JSA) with the draft being attached, based on the
provision of Article 12 Clause 1 of the Industrial Standardization Law applicable to the
case of revision by the provision of Article 14.

Consequently JIS B 8378-2 : 2000 is replaced with this Standard.
This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, application for a patent after opening to the public, utility model
right or application for registration of utility model after opening to the public which
have technical properties. The relevant Minister and the Japanese Industrial Standards
Committee are not responsible for identifying the patent right, application for a patent
after opening to the public, utility model right or application for registration of utility
model after opening to the public which have the said technical properties.

JIS B 8378 consists of the following 2 parts under the general title “Preumatic fluid
power—Compressed-air lubricators”:

Part 1: Main characteristics to be included in supplier’s literature and product-
marking requirements

Part 2: Test methods to determine the main characteristics to be included in supplier’s
literature

(ii) Documents
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JAPANESE INDUSTRIAL STANDARD JIS B 8378-2: 2009

Pneumatic fluid power—Compressed-air
lubricators—Part 2: Test methods to
determine the main characteristics to be
included in supplier’s literature

Introduction

This Japanese Industrial Standard has been prepared based on the second edition
of ISO 6301-2 published in 2006, adopting entirely its technical contents for the cor-
responding parts, but modifying some of them where necessary.

The portions underlined with dots are the matters that are either not given in or
modified from the corresponding International Standard. A list of modifications with
explanations is given in Annex JA.

In pneumatic fluid power systems, power is transmitted and controlled through air
under pressure within a circuit. Where lubrication of the air media is desired, com-
pressed air lubricators (hereafter referred to as “lubricators”) are components designed
to introduce the required quantity of lubricant into the air stream.

1 Scope
This Standard specifies the test methods to determine the main characteristics of

— assist in the proper application of lubricators in compressed-air systems.

The tests specified are intended to allow comparison between the different types
of lubricators; they are not production tests to be carried out on each lubricator manu-
factured.

NOTE : The International Standard corresponding to this Standard and the sym-
bol of degree of correspondence are as follows:

ISO 6301-2:2006 Pneumatic fluid power—Compressed-air lubricators—
Part 2: Test methods to determine the main characteristics to be included
in supplier’s literature (MOD)

The symbols which denote the degree of correspondence in the con-
tents between the relevant International Standard and JIS are IDT
(identical), MOD (modified), and NEQ (not equivalent) according to ISO/
IEC Guide 21.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. For standards with the year indication, only
the editions of the indicated year shall apply but the revisions (including amendments)
made thereafter shall not apply. Standards without the indication of the year shall
apply only to the most recent editions (including amendments).
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