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Foreword

This translation has been made based on the original Japanese Industrial Standard
established by the Minister of Economy, Trade and Industry through deliberations at
the Japanese Industrial Standards Committee according to the proposal of establish-
ing a Japanese Industrial Standard from dJapan Fluid Power Association
(JFPA)/Japanese Standards Association (JSA) with a draft being attached, based on
the provision of Article 12 Clause 1 of the Industrial Standardization Law.
This Standard has been made based on ISO 8573-6: 2003 Compressed air—Part 6 Test
methods for gaseous contaminant content for the purpose of making it easier to com-
pare this Standard with International Standard; to prepare Japanese Industrial
Standard conforming with International Standard; and to propose a draft of an Inter-
national Standard which is based on Japanese Industrial Standard.
Attention is drawn to the possibility that some parts of this Standard may conflict with
a patent right, application for a patent after opening to the public, utility model right
or application for registration of utility model after opening to the public which have
technical properties. The relevant Minister and the Japanese Industrial Standards
Committee are not responsible for identifying the patent right, application for a patent
after opening to the public, utility model right or application for registration of utility
model after opening to the public which have the said technical properties.
JIS B 8392 consists of the following parts under the general title " Compressed air":

Part 1° Contaminants and purity classes

Part 2: Test methods for aerosol oil content

Part 3° Test methods for measurement of humidity

Part 4: Test methods for solid particle content

Part 5 Test methods for o1l vapour and organic solvent content

Part 6: Test methods for gaseous contaminant content

Date of Establishment: 2006-03-25
Date of Public Notice in Official Gazette: 2006-03-27

Investigated by: dJapanese Industrial Standards Committee
Standards Board

Technical Committee on Industrial Machinery

JIS B 8392-6: 2006, First English edition published in 2007-08

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.
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JAPANESE INDUSTRIAL STANDARD JIS B 8392-6 : 2006
(ISO 8573-6 : 2003)

Compressed air—Part 6: Test methods for
gaseous contaminant content

Introduction This Japanese Industrial Standard has been prepared based on the first
edition of ISO 8573-6 Compressed air—Part 6° Test methods for gaseous contaminant
content published in 2003 without any modifications of the technical contents.

1 Scope This part of JIS B 8392 specifies a selection of suitable test methods from
those available for the measurement of contamination gases in compressed air. It
specifies sampling technique, measurement, evaluation, uncertainty considerations
and reporting for the applicable gaseous contaminants as carbon monoxide, carbon di-
oxide, sulphur dioxide, nitric oxide, nitrogen dioxide and hydrocarbons in the range Ci:
to Cs (see JIS B 8392-5 for Cs and above). The methods given are also suitable for other
gases.

NOTE: The International Standard corresponding to this part of JIS B 8392 as fol-
lows.

In addition, symbols which denote the degree of correspondence in the
contents between the relevant International Standard and JIS are IDT
(identical), MOD (modified), NEQ (not equivalent) to ISO/IEC Guide 21.

ISO 8573-6:2003 Compressed air—Part 6: Test methods for gaseous con-
taminant content (IDT)

2 Normative references The following standards contain provisions which, through
reference in this text, constitute provisions of this part of JIS B 8392. The most recent
editions of the standards (including amendments) indicated below shall be applied.

JIS B 0125-1 Fluid power systems and components—Graphic symbols and circuit
diagrams—Part 1° Graphic symbols

NOTE: ISO 1219-1 Fluid power systems and components—Graphic symbols and
circuit diagrams—Part 1° Graphic symbols is equivalent to the said stan-

dard.

JIS B 8392-1 Compressed air—Part 1° Contaminants and purity classes

NOTE: 1ISO 8573-1 Compressed air—Part 1° Contaminants and purity classes is
identical with the said standard.

JIS Z 8202-0 Quantities and units—Part 0° General principles

NOTE: ISO 31-0 Quantities and units—Part 0 General principles is identical with
the said standard.

JIS 7 8202-3 Quantities and units—Part 3° Mechanics

NOTE: 1ISO 31-3 Quantities and units—Part 3° Mechanics is identical with the said
standard.

JIS Z 9041-2 Statistical interpretation of data Part 2° Techniques of estimation and test
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relating to means and variances

NOTE: ISO 2602 Statistical interpretation of test results—FEstimation of the
mean—Confidence interval and ISO 2854 Statistical interpretation of
data—Techniques of estimation and tests relating to means and variances
are equivalent to the said standard.

3 Terms and definitions, units and symbols For the purposes of this part of JIS B
8392, definitions given in JIS B 8392-1 and the symbols given in JIS B 0125-1 apply.
See table 1 for an explanation of the units and other symbols used.

Table 1 Units and symbols used in this part of JIS B 8392 (non-preferred equivalents
units and symbols in parentheses)

Unit/symbol Explanation
MPa [bar] 1 bar = 10> Pa = 0.1 MPa
Volume fraction expressed in millilitres per cubic metre [= one part per million (1 ppm)

1/m3 (= v)
ml/m? (= ppmy) () on a volume basis: 1/108 (m3/m3)]

Volume fraction expressed in millilitres per cubic metre [= one part per million (1 ppm)
ml/m3 (= ppmy) C1 . .
on a volume basis: 1/108 (m3/m3)], referred to a theoretical C;-molecule

Mass fraction expressed in micrograms per gram [= parts per million on a weight
ng/g (= ppmy)

basis(®)]
1 % [volume] Volume fraction of 1 %: 1/102 (m3/m3)
MPafe) [bar(e)] Effective pressure
MPaf(a) [bar(a)l Reference condition absolute pressure

Notes (1) Parts per million (ppm) is not accepted by the International System of Units, SI. See 2.3.3 of JIS
7 8202-0 for example
(2) In common parlance, the word "weight" continues to be used to mean mass, but this practice is
deprecated. See JIS Z 8202-3.

4 Selection guide and available methods There are two options for the measurement
of contaminant content:

a) sampling and analysis on-site;
b) sampling on-site, analysis in the laboratory.
The recommended methods and equipment within these options are given in table 2.

Table 2 Measurement equipment

Gaseous contaminant Measurement equipment

Off-site | Carbon monoxide (CO) |Non-dispersive infrared (NDIR) absorption spectrometer

Carbon dioxide (COz2) Non-dispersive infrared (NDIR) absorption spectrometer

Sulphur dioxide (SO2) Non-dispersive infrared (NDIR) absorption spectrometer

UV-fluorescence

Hydro-carbons (HC) Heated flame ionisation detector (HFID)
(C1 to Cs)
Nitrogen oxides (NOy) | Chemiluminescent detector (CLD) with an NO2/NO converter and
heated chemiluminescent detector (HCLD)

On-site | All identified gases Gas detector tubes with colour change
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5 Sampling techniques

5.1 Gas sampling in bags The gas sample shall be taken at atmospheric conditions
and collected in a special gas sampling bag made for the purpose. A sample of the com-
pressed air shall be collected in a gas sampling bag for the evaluation of the contami-
nant concentration values. All measurements on the sample shall be carried out under
atmospheric pressure conditions.

Use of a commercially available gas sampling bag (e.g. one made of fluoroethylene
propylene) to collect a sample of air for analysis should be made by the following
method.

The gas sampling bag should be of the type suitable for gas collection. Turbulent flow
conditions are required in the main system pipe to ensure a mixing of the gaseous con-
taminants to give a representative sample of the air.

Connect the gas sampling bag to the sampling point using a probe (see figure 1),
through a pressure reducing valve, by a polytetrafluoroethylene (PTFE) tube and a
PTFE, or stainless steel, connector, depending upon the expected gas impurities. The
piping should be protected from the possible formation of condensation. The bag should
have a vent valve to allow for flushing. Flushing should take place for 5 min with sys-
tem air before taking the sample. Care should be taken to ensure that the bag is not
over-inflated and of a size consistent with the sample required. The bag should only be
re-used if permitted by the manufacturer.

Together with the filled gas-sampling bag an empty unused gas-sampling bag shall
be brought to the laboratory for a blind test.

5.2 On-line sampling The gas sample shall be taken at system pressure using a
stainless steel probe (see figure 1 and figure 2). The end of the probe outside the com-
pressed air pipe shall have a valve, which shall be suitable for all pressure conditions
of the compressed air pipe. The probe shall be free from contaminants affecting the
readings.

See Annex C for the procedure.
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