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Foreword

This translation has been made based on the original Japanese Industrial
Standard revised by the Minister of Economy, Trade and Industry through
deliberations at the Japanese Industrial Standards Committee as the
result of proposal for revision of Japanese Industrial Standard submitted
by Japan Automatic Controls Industrial Association (JAC)/Japanese
Standards Association (JSA), with the draft being attached, based on the
provision of Article 12 Clause 1 of the Industrial Standardization Law
applicable to the case of revision by the provision of Article 14.

Consequently JIS B 8473:1994 is replaced with this Standard.

Attention is drawn to the possibility that some parts of this Standard
may conflict with a patent right, application for a patent after opening
to the public, utility model right or application for registration of utility
model after opening to the public which have technical properties. The
relevant Minister and the Japanese Industrial Standards Committee
are not responsible for identifying the patent right, application for a
patent after opening to the public, utility model right or application for
registration of utility model after opening to the public which have the
said technical properties.
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Date of Public Notice in Official Gazette: 2007-11-20

Investigated by: Japanese Industrial Standards Committee
Standards Board
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In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.
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JAPANESE INDUSTRIAL STANDARD

Fuel oil pipe line—Solenoid valves

JIS B 8473 : 2007

1 Scope This Japanese Industrial Standard specifies the solenoid valves of the
following specifications having opening and closing functions used for the fuel oil-
flowing pipe lines (hereafter referred to as “solenoid valves”).

a)
b)
¢)
d)

Working pressure difference: within the range of 0 MPa to 2.5 MPa

Maximum permissible pressure: within the range of 0.05 MPa to 2.5 MPa

Ambient temperature: -20 °C to +60 °C

Temperature and kinematic viscosity of fuel oil: within the range as given in

table 1

Table 1 Temperature and kinematic viscosity of fuel oil

Type of fuel oil

Temperature range

°C

Kinematic viscosity mm?/s

Kerosine -20 to +50 10 or under
Heavy fuel oil | Class 1 -10 to +70 50 or under
Class 2 40 to 90 50 or under

Information :

1 mm?¥s =1 cSt

2 Normative references The following standards contain provisions which, through
reference in this text, constitute provisions of this Standard. The most recent edi-
tions of the standards (including amendments) indicated below shall be applied.

JIS B 0100 Glossary of terms for valves
JIS B 0203 Taper pipe threads

JIS B 2005-2-3 Industrial-process control valves—Part 2-3: Flow capacity—Test
procedures

JIS B 2220 Steel pipe flanges
JIS B 2239 Cast iron pipe flanges
JIS B 2240 Copper alloy pipe flanges

JIS B 8607 Flare type and brazing type fittings for refrigerants

JIS C 1302 Insulation resistance testers

JIS C 4003 Thermal evaluation and classification of electrical insulation
JIS K 2203 Kerosine
JIS K 2205 Fuel oil

3 Terms and definitions

in JIS B 0100 and the following definitions apply.

a)

For the purposes of this Standard, the definitions given

fuel oil the petroleum-base liquid fuels of JIS K 2203 and Class 1 and Class 2

of JIS K 2205
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