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UDC 681.13.001.4
. JAPANESE INDUSTRIAL STANDARD J1S

Method of Test for Vending Machines B 8561-1979

1. Scope

This Standard specifies the methods of testing vending machines which are intended
to sell commodities automatically using currency (coins or bills). -However, service
machines (change machines, coin lockers, etc.) and related machines (tea machines,
dispensers, etc.) are excluded.

Remark: The units and numerical values given in { 1} in this Standard are
based on the International System of Units (SI) and are appended
for informative reference.

2. General Conditions for Tests

The tests shall be carried out under the following conditions unless otherwise

. specified.

(1) The ambient conditions shall be as follows: temperature 25 * 2°C, humidity
65 * 5 %, atmospheric pressure 1013 mbar {1.013 x 105Pa}. However, the
conditions of temperature 5 to 35°C, humidity 30 to 90 % and atmospheric
pressure 860 to 1060 mbar {8.6 x 104 to 1.06 x 10°Pa} should be permitted
where these conditions admit of no doubt as to the judgment of the results.

(2) Vending machines shall be given sufficient room on all sides as shown in Fig,
1 so as not to impede the natural circulation of air and placed in an upright
position without leaning more than 1° from the vertical.

(3) The ambient temperature shall be measured at point A shown in Fig. 1.

The temperature shall be measured at points on a vertical line drawn
through point A 50 mm and 2000 mm above ground level or above a wooden
base. The difference between the temperatures at these two points shall
be within 3°C., If the temperature difference is 2°C or more the machine
shall be placed on a level wooden base 100 mm or more in height. If the
ambient temperature fluctuates the mean of the maximum and minimum

‘ temperatures shall be taken as the ambient temperature.

Applicable Standards:
JIS C 1502-Sound Level Meters
JIS G 4314-Stainless Steel Wires for Springs
JIS Z 2371—Meﬁhods of Neutral Salt Spray Testing

JIS Z 8731-Methods of Measurement and Description of A-weighted
Sound Pressure
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(4) Performance tests using currency shall be repeated after one cycle (') has
been completed.

Note (!) One cycle means the time required for either (1) or (2) below,
whichever is the longer, plus 15 s.

(1) The time required for the machine to deliver the commodity
automatically or for the user to extract the commodity after
currency has been inserted.

(2) The time elapsing from the insertion of currency to the
delivery of change.

(6) When currency is successively inserted there shall be a sufficient interval
between each insertion to allow the acceptance mechanism to operate for
the previous coin or bill.
Fig. 1. Position of Machine for Testing .
Unit: mm
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Remark: The mark ...

shows a shield or a wall.
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