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. @ JAPANESE INDUSTRIAL STANDARD JIS

Hand Trucks B 8920-1987

1. Scope

This Japanese Industrial Standard specifies the hand trucks used for
transportation of luggages in platform, indoor, etc. mainly by human control.

Remark: The units and numerical values given in { } in this standard
are in accordance with the traditional units and are currently
! the criteria in force.
2. Definitions

For the purposes of this standard the following definitions apply.

(1) flat-floor type hand truck The hand truck having not less than three
. wheels and luggage carrier of flat surface having no structures on
its upper part.

(2) single-bracket type hand truck The hand truck attached with a

bracket or handle at one end of luggage carrier of flat-floor type hand
truck.

(3) double-bracket type hand truck The hand truck attached with

brackets or handles at both ends of luggage carrier of flat-floor type
hand truck.

(4) box type hand truck The hand truck having box-type body.

(5) rack type hand truck The hand truck attached with loading surfaces
of many stages in rack type.

(6) bucket type hand truck The hand truck having single or two wheels
and of such structure to transport by dispersing the load in front
' and rear with the axle at centre,

Applicable Standards:
JIS B 8922-Industrial Wheels
JIS B 8923-Industrial Casters
' JIS K 6302-Rubber Pneumatic Tires for Bicycles
JIS K 6304-Rubber Inner Tubes for Bicycles
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(7) lever type hand truck The hand truck capable of loading luggages

by lever mechanism.

(8) luggage carrier Structures for loading luggages for hand truck.

(a)

(b)

luggage carrier length The maximum dimension of luggage carrier

in forwarding direction of hand truck.

luggage carrier width The maximum dimension of luggage carrier
in perpendicular direction to forwarding direction of hand truck.

However, the buffer rubber and the like at the circumference
of luggage carrier are not included in the length and width of
luggage carrier (see Fig.).

Fig. Luggage Carrier and Loading Surface
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(9) loading surface Surface of luggage carrier to load luggages (see Fig.).

(10) idle wheel The auxiliary wheels attached at front and rear in
forwarding direction out of 4 and 6 wheels in wheel number. é

(11) scoop metal fitting The part to prevent falling down of luggage and

also to scoop up the luggage at the end part of lever type hand
truck.

3. Classification and Symbols

Classification of body shapes, wheel arrangements and symbols of hand
trucks shall be in accordance with Table 1.
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