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JAPANESE INDUSTRIAL STANDARD JIs
' Hand lift trucks B 8924-1990

1. Scope

This Japanese Industrial Standard specifies the hand lift trucks, which
ascend and descend by man power, to be used for carrying the goods loaded
. on the skid in the yard, the interior of a house and the like (hereafter

referred to as hand lifts).

Remarks 1. The units and numerical values given in { }in this standard

are based on the traditional unit system and are the
Standard values.

2. The applicable Standards and the International Standards
equivalent to this Standard are given in the following.

Applicable Standards: JIS B 8922-Industrial Wheels
JIS B 8923-Industrial Casters
International Standard Equivalent:

ISO 938 Hand-operated stillage trucks - principal dimensions

2. Definitions

For the purposes of this Standard, the following definitions apply.

(1)
(2)

. (3)

(4)

. (5)

hand lift truck of pull out type Hand lift truck having a. structure to
ascend the carrier by using the handle as a lever and operating by
pulling the handle.

hand lift truck of push out type The hand lift truck having a structure

to ascend the carrier by using the handle as a lever. This is operated by
pushing the handle.

hand lift truck of hand push and foot step type Hand lift truck having
a s.tructure to ascend and descend the carrier by working the pedal.
This is operated by pushing the handle.

links Four arms to be used for surpporting the carrier and for letting
e,
it move upward and downword.

skid Single face pallet having high legs to be used for load transport
(see Fig. 1). "~

Fig. 1. Skid
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