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Palletizers B 8951-1990

1. Scope

This Japanesé Industrial Standard specifies the palletizers to load automatically
articles on a pallet.

2. Definitions

For the purposes of this Standard, the following definitions apply. Other
definitions are in accordance with JIS Z 0111, and JIS B 0134.

(1) mechanical palletizer A palletizer to stack articles automatically with
collecting and pallet by using a carriage, clamp, pusher, or the like.

(2) carriage A device having the performance to stack articles on a pallet
‘ by stacking articles to load on a pallet in collection and by drawing it
out.

(3) robot palletizer A palletizer to stack articles automatically on a pallet
by using industrial robot.

(4) full pallet A pallet completed with stacking of articles

3, Classification and Symbols

Classification and symbols of palletizers shall be as given in Table 1.

Table 1
Classification Symbol Remark
High floor type A mechanical palletizer provided with a stacking
palletizer MPH device at a high place which stacks articles with

lowering the pallet at a specified stacking position.

Low floor type A mechanical palletizer to stack articles by raising
palletizer MPL and lowering the stacking device with placing the
pallet at a low place.

Cylindrical coordi- A robot palletizer of mainly cylindrical coordinate
nate type robot RPC type in moving of manipulator of robot.
palletizer

‘ Normal coordi- A robot palletizer of mainly normal coordinate type
nate type robot RPR in moving of manipulator of robot.
palletizer

Revolt joint type RPM A robot palletizer of mainly revolt joint type in
robot palletizer moving of manipulator of robot.

' Applicable Standards: See page 8.
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4., Name of Each Part

The name of each part of palletizer shall be as shown in Figs. 1 to 3.

Fig, 1. Example of High Floor Type Palletizer
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