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JAPANESE INDUSTRIAL STANDARD J18§
Methods of thread tension measurement B 9057-1990
for industrial sewing machine

1. Scope

‘This Japanese Industrial Standard specifies the methods to measure the thread
tension at the time of operational stopage of the industrial single needle straight
stitch sewing machines and the industrial edge sewing machines (hereafter referred
to as the "sewing machines").

Remark 1. The applicable Standards for this Standard shall be follows:

JIS B 9002 Glossary of Terms Used in Straight Lock Stitch
Sewing Machine for Industrial Use :

JIS B 9070 Identification Signs and Terms on Classification .
. : of Sewing Machine Heads for Industrial Use

JIS L 0120 Stitch Types - Classification and Terminology

2.  The units given in { 1} in this Standard are based on the
traditional unit and are appended for informative reference.

2. Definition

For the purposes of this Standard, the following definitions apply. Other
terms and the definitions are as given in JIS B 9002.

(1) needle thread tension Tension to.be given to the thread when the
needle threads come from the tension disc.

(2)  bobbin thread tension Tension to be given to the thread when the
bobbin threads come from the bobbin case.

(3) looper thread tension Tension to be given to the thread when the
looper threads come from the tension disc.

(4) strength thread take-up spring Tension to be given to the needle thread
when the thread take-up spring works.

(5) thread absorbing quantity of thread take-up spring The quantity of
sagging of the needle thread to be absorbed by the working of the
thread take-up spring

Reference Standards:

JIS B 9055-Testing Methods for Seam Puckering on Materials Sewn by Industrial
Sewing Machine

JIS B 9056-Testing Methods for Tightness and Balance of Stitches on Seam
Sewn by Industrial Sewing Machine
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