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UDC 687.053
JAPANESE INDUSTRIAL STANDARD JIs
Identification Symbols and Terms on Classification of B 9070-1962

Sewing Machine Heads for Industrial Use (Reaffirmed 1971)

1. Scope

This standard classifies the industrial sewing machines, hereinafter referred to as the
"sewing machine", into 3 classes, and specifies identification symbols and terms for every
class,

2. Classification

The sewing machines shall be classified into three classes, principal, secondary and ter-
tiary, according to the type of sewing machine.

(1) Principal Classification The sewing machines shall be classified into principal class
according to the stitch form.

(2) Secondary Classification The sewing machines in principal class may be classified
into secondary class according to their use.

(3) Tertiary Classification The sewing machines in secondary class may be further
classified into tertiary class according to the shape of the bed.

3. Identification Symbols and Terms for Principal Classification

The identification symbols and terms for principal classification shall be in accordance
with the following:

Terms for Identifi-
principal Definition of terms cation
classification symbol
Refers to the stitch form whereby the ngedle thread
is made to circle around the bobbin containing the
Lock stitch bobbin thread to interlace the needle and bobbin L
threads.
(see Reference Table Nos. 1, 2, 3, 4, 5, 6, 7)
Refers to the stitch form wherein the thread is
: . passed through only from one side of matexrial to
Chain stitch form a chain like intralooped stitches. c
(see Reference Table Nos. 8, 9, 10)
Refers to the stitch form wherein the needle thread
Mult -thread is interlaced and interlooped with looper thread
chain stitch or handled by the looper (1), D
double locked (see Reference Table Nos. 11, 12, 13, 14, 15, 16,
stitch 17)
Refers to the stitch form wherein 3 or more threads
are used, one or more of which are used for cross
Flat seam stitch | stitching between other two or more, while the lower F
threads interloop with 2 respective upper threads. Documents
(see Reference Table Nos. 18, 19, 20, 21, 22) Document Sharing Hub
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Terms for Identifi-
principal Definition of terms cation
classification symbol
Refers to the stitch form wherein the thread or threads
. are intralooped and/or interlooped at the top and/or
Overedge Stm?h underside of the edge of material by the action of the B
looper (1).
(see Reference Table Nos. 23, 24, 25, 26, 27, 28, 29)
Combination Refers to the stitch form wherein two or more different M (2
stitch stitch forms are used in combination. ©
Refers to all stitch forms using thread and not belong-
Special stitch ing to the principal classification given above, S

(see Reference Table No, 30)

Heat sealing

Refers to the stitch form whereby the material is weld-
ed while being fed by roller type electrode.

" ®

Notes (1) The looper is a part of a mechanism which forms a loop on the looper
thread necessary for stitching, and it makes up a stitch by acting on the
loop of needle thread either with or without the looper thread.

(2) In the case of identification symbol M for combination stitches, symbol
representing stitch forms combined therein as listed under principal
classification may be indicated after the M in parentheses when required.

Example:

M (ED)

4. Identification Symbols and Terms for Secondary Classification

The identification symbols and terms for secondary classification shall conform to the

following:
Terms for Identifi-
secondary Definition of terms cation
classification symbol .
Refers to the method of sewing wherein the material
S , is fed mechanically to stitch a straight line continu-
traight stitch ously. Reverse sewing shall be included in this 5
straight line sewing.
Double or
multi}fle Refers to the method of sewing two or more straight T
straight stitch parallel lines,
_ Refers to the method of sewing wherein the matexial
Zigzag stitch is sewn continuously mechanically in staggered Z
fashion. It is also called zig-zag sewing.
Embroidery Refers to the method of sewing wherein any pattern
stitching or design can be sewn manually or mechanically. B

Button sewing

Refers to the mechanical process of sewing on but-
tons or snaps on clothing, etc. by holding them in
position and perform the operation in a single cycle,
and stop automatically after completing each cycle,
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