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JAPANESE INDUSTRIAL: STANDARD J s )
Hand Sprayers B 9112-1968

. Soc)l)e

(Reaffirmed: 1971)

This standard specifies hand sprayers to be usecd for agrnculturo and epidemi~
cal provention, hereinafter reforred to as the "spxayor"

'l‘)’Qos

v

‘The types shall be of the following four varicties:

(1) Ordinary ‘Type A type without the tank proper hureto, to spray chemical

fluid by direct operation of a pump having an air chamber, ‘I'o be inclusive
of Pipe Type.

(2) lianging ‘I'vpe A type fittod with a pump having an air chamber within a

tunk, slung over the operator's shoulder and operated by a single hand
to spray chemical fluid,

(3) Knapsack Type A type fitted with a pump having an air chamber and lever

within the tank, borne on the operator's back and operated by a single
hant, to spray chelﬁlcal fluid.

(4) Compressed Air I‘V|)e A type, storing comprassed air- prevxously within

the tank, to spray chemical fluid,by tho pneumatic pressure.
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B 9119-l{ose Coupling and Hose Joint for Sprayer . X
B 9121-Cocks for Sprayer

G 4303-Stainless Steel Dars

G 4305-Colled Rolled Stainless Steel Sheet and Plate

I 3201-Brass Sheet and Plate . ‘
Il 3631-Seamless DBrass Pipe and Tube

11 5101-Drass Castings

1 8612-Nickel and Chromium Plating on Stecl

KK 6339-Rubber Hoses for Agricultural Sprayer

K 6733-Dolyviny!l Chloride Hoses for Agricultural Sprayer
K 6765-Polyethylene Sprayer Hoses
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3., Material

The material of principal parts
not inferior hereto.,

shall be of having the quality in ’I‘ablé 1 or

Table 1
Name of parts Material
JIS H 3201, BspP * | \
Shell plate | ;1S G 4305, SUS-CP | o\ o
Tank JIS 11 3201 ,. BsP yn
Top plate and IS 101 Bl c resin
bottom plate JISHS » B8
JIS G 4305, SUS-CP
JIS H 3631, BsT
Shell plate JIS H 3201, BsP
JIS G 4305, SUS-CP
CAijr JIS 4 3201, DBsP
chamber | Top plate and _ .
. bottom plate JIS H 5101, BsC
JIS G 4305, SUS-CP
JIS H 3631, Bs'l'

Piston r;od

LY

JIS G 4303, SUS~-P )

Plunger and

‘eylinder. JIS H 3631, DBsT
Hoso coupling Based on
and joint JIS B 9119
Bascd on
Cock JIS B 9121
Hose Basod on JIS K 6339 JIS K 6733

or JIS K 6765

4, Liquid Capacity, Size and Name of Every Part

The liquid capacity (1) of tank shall comply with Table 2. Provided that
the liquid capacity shall be not less than 95 % of indicated liquid capagity. The
size shall comply with Attached Tables'1 to 6 and the name of every part with
Attached Figs. 1 to 6.,

\

Table 2
Unit: !
Types | Hanging | Knapsack | Compressed
Item type type air type
LAGuid SRPRCIY) g min, | 13 min. | 5 min.

Note (}) The liquid capacity shall be ol' the net capacity at the time of

being equipped with the pump.

5. Appearance

The sprayer shall be well- hnished and free from injurious flaws, wrinkles,
rusts or other defects.
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