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JAPANESE INDUSTRIAL STANDARD JIS
Cocks for Sprayer

1. Scope

B 9121-1989

This Japanese Industrial Standard specifies cocks used for sprayers in accordance with JIS
B 9112 and JIS B 9113 (hereafter referred to as the "cocks").

Remarks: The units and numerical values given in { } in this Standard are based on the
traditional metric unit system and are appended for informative reference.

2, Types

Cocks shall be divided into four types based on the shape, as shown in Table 1.

Table 1. Types of cocks

Use

Type Sub type Shape
Ball end cock Attached Table 1
End cock

‘ Plug end cock Attached Table 2
|
{ Ball main cock Attached Table 3
; Main cock

Plug main cock Attached Table 4

Manual and
machine operation

3. Function

The turn motion to shut the cock shall be smooth and the opening and shutting motions shall

be reliable,

4. Pressure resistance and leakage

When the cock is shut and the hydraulic pressure given in Table 2 is applicd to both surfaces
of each side for 30 seconds, the cock shall be free from water leakage.

Applicable Standards:
JIS B 0202- Parallel Pipe Threads
JIS B 0401- System of Limits and Fits
JIS B 2401- O-Rings

JIS B 9112-Hand Sprayers
JIS B 9113- Power Sprayers
JIS H 5101-Brass Castings

JIS K 6339-Spray Hoses for Agricultural Use

JIS K 6765-Polyethylene Sprayer Hoses
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JIS B 2406- Installation and Gland Design for O Rings
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