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B 9126-2: 2012 (ISO 3767-2: 2008) 

Foreword 

This translation has been made based on the original Japanese Industrial Standard 
established by the Minister of Economy, Trade and Industry through deliberations 
at the Japanese Industrial Standards Committee according to the proposal for 
establishment of Japanese Industrial Standard submitted by Japan Farm Machinery 
Manufacturers' Association (JFMMA)/Japanese Standards Association (JSA) with the 
draft being attached, based on the provision of Article 12 Clause 1 of the Industrial 
Standardization Law. 

Consequently, JIS B 9126: 1997 has been withdrawn and partially replaced with 
this Standard. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard may conflict 
with a patent right, application for a patent after opening to the public or utility 
model right. The relevant Minister and the Japanese Industrial Standards Committee 
are not responsible for identifying the patent right, application for a patent after 
opening to the public or utility model right. 

JIS B 9126 series consists of the following 4 parts under the general title "Tractors, 
machinery for agriculture and forestry, powered lawn and garden equipment-Symbols 
for operator controls and other displays": 

Part 1: Common symbols 

Part 2: Symbols for agricultural tractors and machinery 

Part 3: Symbols for powered lawn and garden equipment 

Part 5: Symbols for manual portable forestry machinery 

(ii) 
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JAPANESE INDUSTRIAL STANDARD JIS B 9126-2 : 2012 
(ISO 3767-2 : 2008) 

Tractors, machinery for agriculture and 
forestry, powered lawn and garden 
equipment-Symbols for operator 

controls and other displays-Part 2: 
Symbols for agricultural tractors and 

machinery 

In troduction 

This Japanese Industrial Standard has been prepared based on the third edition 
of ISO 3767-2 published in 2008 without any modifications of the technical contents. 

Annex JA in this Standard is not contained in the corresponding International Stan­
dard. 

1 Scope 

This Standard establishes symbols for use on operator controls and other displays 
on tractors and machinery for agriculture as defined in ISO 3339-0. 

The symbols given in this Standard are for controls and displays specific to agri­
cultural tractors and machinery such as combine harvesters, cotton harvesters, and 
forage harvesters. 

NOTE 1 Other symbols relating to specific forms of machinery and equipment 
are given in other parts of ISO 3767. 

NOTE 2 The International Standard corresponding to this Standard and the 
symbol of degree of correspondence are as follows: 

ISO 3767-2: 2008 Tractors, machinery for agriculture and forestry, 
powered lawn and garden equipment-Symbols for operator controls and 
other displays-Part 2: Symbols for agricultural tractors and machin­
ery (IDT) 

The symbols which denote the degree of correspondence in the con­
tents between the relevant International Standard and JIS are IDT 
(identical), MOD (modified), and NEQ (not equivalent) according to ISO/ 
lEe Guide 21-1. 

2 Normative references 

The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent editions of the standards 
(including amendments) indicated below shall be applied. 

JIS B 9126-1 Tractors, machinery for agriculture and forestry, powered lawn and 
garden equipment-Symbols for operator controls and other dis­
plays-Part 1: Common symbols 

NOTE: Corresponding International Standard: ISO 3767-1 Tractors, machin­
ery for agriculture and forestry, powered lawn and garden equipment-
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2 
B 9126-2: 2012 (ISO 3767-2: 2008) 

Symbols for operator controls and other displays-Part 1: Common sym­
bols (lDT) 

JIS Z 8221-1 Basic principles for graphical symbols for use on equipment-Part 1: 
Creation of symbol originals 

NOTE 1 Corresponding International Standard: IEC 80416-1 Basic principles 
for graphical symbols for use on equipment-Part 1: Creation of graphi­
cal symbols for registration (lDT) 

NOTE 2 Former International Standard ISO 3461-1: 1988 has been withdrawn 
and replaced with lEe 80416-1. 

JIS Z 8221-2 Basic principles for graphical symbols for use on equipment-Part 2: 
Form and use of arrows 

NOTE: Corresponding International Standard: ISO 80416-2 Basic principles for 
graphical symbols for use on equipment-Part 2: Form and use of ar­
rows (lDT) 

ISO 3339-0 Tractors and machinery for agriculture and forestry-Classification and 
terminology-Part 0: Classification system and classification 

3 Terms and definitions 

For the purposes of this Standard, the terms and definitions given in JIS B 9126-1 
apply. 

4 General 

4.1 Symbols shall be as shown in succeeding clauses 6 to 10 of this Standard. How­
ever, selected symbols and selected combined symbols, which are shown in outline form 
in this Standard, may be shaded in actual use for clarity of reproduction and improved 
visual perception by the operator, except as otherwise noted for individual symbols. 

4.2 Limitations inherent in some reproduction and display technologies can require 
increased line thickness or other minor modifications of symbols. Such modifications 
are acceptable provided the symbol remains unchanged in its basic graphical elements, 
and easily discernible by the operator. 

4.3 Additionally, to improve the appearance and perceptibility of a graphical sym­
bol or to coordinate with the design of the equipment to which it is applied, it may be 
necessary to change the line thickness or to round off the corners of a symbol. The 
graphic designer is normally free to make such changes, provided that the essential 
perceptual characteristics of the symbol are maintained. See JIS Z 8221-1. 

4.4 For actual use, all symbols shall be reproduced large enough to be easily discern­
ible by the operator. See JIS Z 8221-1 for guidelines on the proper sizing of symbols. 
Symbols shall be used in the orientations shown in this Standard unless otherwise noted 
for individual symbols. 

4.5 Most symbols are constructed using a building-block approach in which various 
symbols and symbol elements are combined in a logical manner to produce a new 
symbol. 
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3 
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4.6 If a symbol shows a machine or parts of a machine from a side view, a machine 
moving from right to left in the symbol area shall be assumed. If a symbol shows a 
machine or parts of a machine from an overhead view, a machine moving from bot­
tom to top in the symbol area shall be assumed. 

4.7 Symbols on controls and displays shall have good contrast to their background. 
A light symbol on a dark background is preferred for most controls. Displays may use 
either a light symbol on a dark background or a dark symbol on a light background, 
depending upon which alternative provides the best visual perception. When a sym­
bol image is reversed (for example, from black to white and vice versa) it shall be done 
for the entire symbol. 

4.8 Symbols shall be located on or adjacent to the control or display that is being 
identified. Where more than one symbol is required for a control, the symbols shall 
be located in relation to the control such that movement of the control toward the symbol 
shall effect the function depicted by that symbol. 

4.9 Arrows used in symbols shall conform to the requirements of JIS Z 8221-2. JIS 
Z 8221-1 should be consulted for general principles on the creation of symbols. 

4.10 ISO/IEC registration numbers are shown for symbols in all parts of this Stan­
dard. Registration numbers below 5000 refer to ISO 7000. Registration numbers above 
5000 refer to IEC 60417. 

4.11 Letters and numerals may be used as symbols, but are not registered by ISO/ 
TC 145/SC 3 or published in ISO 7000. In certain clauses, letters and numerals have 
the meaning indicated when used in association with gear transmission controls and 
displays on agricultural tractors and machinery. The fonts shown in this Standard 
are not intended to be restrictive: other fonts may be substituted, but care shall be 
taken that legibility is maintained. 

4.12 Symbols shown in this Standard are presented at 32 % of original size. The corner 
marks denote the corners of the 75 mm square of the basic pattern. The corner marks 
are not part of the symbol but are provided to ensure consistent presentation of all 
symbol graphics within the outer limits of a 24 mm square grid (32 % of original ISO 
graphics grid size). 

5 Colour 

5.1 When used on illuminated displays, the following colours have the meanings 
indicated: 

red: failure or serious malfunction; requires immediate attention; 

yellow or amber: outside normal operating limits; 

green: normal operating condition. 

5.2 In addition, certain colours are used for specific functions: 

- blue: headlight main/high beam display; 
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red: hazard warning display; 

green: turn signal display. 

5.3 If colour is used on symbols for heating and/or cooling systems, the colour red 
shall be used to indicate hot, and the colour blue shall be used to indicate cold. 

6 General symbols 

Symbol 
ISO/lEe 

Symbol form/shape Symbol description/application registration 
number 

number 

6.1 r 

® 
--, Lock 1656 

L -.J 

6.2 r --, Area worked 1657 

~ ~ 
L -.J 

6.3 r --, Area worked per hour 1658 

~/B 
L -.J 

6.4 r --, Service indicator; read technical manual 1659 

~ 
L -.J 

6.5 r 

il 
--, Wheel adjustment, left wheel, move outward 2129 

L -.J 

6.6 r 

11 
--, Wheel adjustment, left wheel, move inward 2130 

L -.J 

PROTECTED BY COPYRIGHT 

Full document details: JIS B 9126-2-2012

http://www.avadocuments.com/doc/jis-b-9126-2-2012
http://www.avadocuments.com/doc/jis-b-9126-2-2012


Symbol 
Symbol form/shape 

number 

6.7 r-

Ii 
-, 

L .J 

6.8 r-

Ii 
-, 

L .J 

6.9 r- -, 

ill 
L .J 

5 
B 9126-2: 2012 (ISO 3767-2: 2008) 

ISOIIEC 
Symbol description/application registration 

number 

Wheel adjustment, right wheel, move outward 2131 

Wheel adjustment, right wheel, move inward 2132 

Work distance travelled 2177 

This symbol represents the distance travelled by a 
machine during field operations. In conjunction 
with header or implement width, this information 
may be used to calculate the area worked or the 
area worked per hour . 

7 Agricultural tractor symbols 

Symbol 
ISOIIEC 

Symbol form/shape Symbol description/application registration 
number 

number 

7.1 r- -, Rockshaft (lift arm) 1566 

~ 
L .J 

7.2 

r{}~' 
Rockshaft (lift arm), up (raise) 1567 

L...: :.J 

7.3 r- -, Rockshaft (lift arm), down (lower) 1568 

~ 

(9;:? 
L...: :.J 
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Symbol 
ISOIIEC 

Symbol form/shape Symbol description/application registration 
number 

number 

7.4 r -, Rockshaft (lift arm), float 1660 

~ .. - -L~ --.-J 

7.5 r -, Remote cylinder 1569 

.... D 

L .-J 

7.6 

~ 
-, Remote cylinder, extend 1570 

a-I D 

L .-J 

7.7 

~ 
-, Remote cylinder, retract 1571 

cH D 

L .-J 

7.8 r -, Remote cylinder, float 1661 .... D 
·tce~· 

L .-J 

7.9 

~®~ 
Differential lock 1662 

May be used with On and Off, or On/Off, or 
Engage and Disengage symbols (JIS B 9126-1). 

~ 
7.10 r -, Tractor, front wheel drive 1663 

~ 
May be used with On and Off, or On/Off, or 
Engage and Disengage symbols (JIS B 9126-1). 

L .-J 
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Symbol 
Symbol form/shape 

number 

7.11 r -, 

fOl 
L -.J 

7.12 r -, 

fOl 
L ~ -.J 

7.13 r -, 

~3' 
L -.J 

7.14 r -, 

~0=8 
L -.J 

7.15 r -, 

0=8-. 
L -.J 

7.16 r -, 

{l1':> 
L -.J 

7.17 r -, 

¢2~ 
L -.J 

7 
B 9126-2: 2012 (ISO 3767-2: 2008) 

ISOIIEC 
Symbol description/application registration 

number 

PTO (Power take-ofD 1572 

May be used with On and Off, or On/Off, or 
Engage and Disengage symbols (JIS B 9126-1). 

PTO (Power take-ofD, rotational speed 1664 

May be used with On and Off, or On/Off, or 
Engage and Disengage symbols (JIS B 9126-1). 

Tractor, wheel slip 1665 

Tractor, direction of movement, forward (side 1666 
view of machine) 

Tractor, direction of movement, rearward (side 1667 
view of machine) 

Turn signal, tractor and first trailer 1419 

Turn signal, tractor and second trailer 1420 
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Symbol 
ISOIIEC 

Symbol form/shape Symbol description/application registration 
number 

number 

7.18 r --, Tractor (side view of machine) 2133 

s:B 
L -.J 

7.19 r --, Tractor (overhead view of machine) 2134 

~ [] [] 
L -.J 

7.20 r 

0+0 
--, Tractor, direction of movement, forward (overhead 2135 

view of machine) 

L 
[]~[] 

-.J 

7.21 r 

~ 
--, Tractor, direction of movement, rearward 2136 

(overhead view of machine) 

L 

[].[] 
-.J 

7.22 r --, Tractor, auxiliary headlights 2137 

~ • • 

L -.J 

7.23 rtlf' Rockshaft (lift arm), upper limit 2178 

This symbol is used for the control that sets the 
maximum height to which an implement can be 
raised by the rockshaft. 

L ~ 

7.24 r --, Tractor, ground speed 2179 

< s:B 
L -.J 
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