M 4933508 00248L8 1 W

UDC 629.118.74’ :631.312.3.024

——

JAPANESE INDUSTRIAL STANDARD

Trailers for Power Tiller

@ JIS B 9207 -wn

Translated and Published
by

Japanese Standards Association

Printed in Japan _ 6S‘

Documents

B 920%


http://www.avadocuments.com/doc/jis-b-9207-0
http://www.avadocuments.com/doc/jis-b-9207-0

JIS Bx9207 77 B 4933508 00248LS 3 M

Translation without guarantee
In the event of any doubt arising, the original .

standard in Japanese is to be evidence

Documents

Copyright by the Japanese Industrial Standards
Mon Augli22000:54€00k R@kbils: JIS B 9207 0


http://www.avadocuments.com/doc/jis-b-9207-0
http://www.avadocuments.com/doc/jis-b-9207-0

JIS Bx9c07 77 W@ 4933L08 0024870 T HN

UDC 629.118.74':631.312.3.024
JAPANESE INDUSTRIAL STANDARD JIS

Trailers for Power Tiller B 9207-1977

1. ScoEe

This Japanese Industrial Standard specifies the trailers for power tiller,
hereinafter referred to as the "trailers". '

Remark: In this standard, the units and numerical values given in { }are

in accordance with the International System of Units (SI), and are
appended for reference only.

2. Names of Parts

The names of parts shall be as shown in Figs. 1 to 3.
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Applicable Standards:

B 9202-Dimensions of Tires for Agricultural Machines and Implements
B 9203-Contours of Rims for Agricultural Machines and Implements
B 9205-Rubber Tires for Agricultural Implements and Machineries
B 9208-Axles with Brakes of Trailer for Power Tiller

D 4231-Tubes for Tires of Automobiles

D 5500-Lighting and Signalling Equipments for Automobiles

G 3101-Rolled Steel for General Structure

G 3131-Hot-Rolled Mild Steel Plates, Sheets and Strip

G 3141-Cold Rolled Carbon Steel Sheets and Strip

G 3350-Light Gauge Steels for General Structure

G 3444-Carbon Steel Tubes for General Structural Purposes

G 3452-Carbon Steel Pipes for Ordinary Piping

G 3506—Higﬁ Carbon Steel Wire Rods

G 3522-Piano Wire

G 4051-Carbon Steels for Machine Structural Use

G 5703-Whiteheart Malleable Iron Castings
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3. Types '

The trailers shall be classified by the length and width of loading platform
into 13 types as shown in Table 1.

Table 1

Type 11 Type 21 Type 31 Type 41 — .
Type 12 Type 22 Type 32 Type 42 Type 52
- Type 23 Type 33 Type 43 Type 53

4. Quality
4.1 Appearance The appearance shall comply with the following:

(1) There shall be no defective crack, flaw, strain, blowhole, casting
defect, etc. .

(2) Welded parts shall be free of defective faults, such as undercuts,
overlaps and slag inclusion. :

(3) The surfaces which have been treated for anticorrosion shall be free
of defective faults, such as wrinkles, unevenness and scars.

4,2 Performance The performance shall comply with the following:

(1) When the trailer is loaded with 300 kg load on the seat and 1t load
nearly uniformly distributed on the loading platform, while statically
| supported at the hitch with the draught beam horizontal, every part
| shall show no defective fault.

(2) When the brake pedal is applied with a pedal pressure of 50 kgf { 500 N},
the torque generated on each brake cam shaft shall be not less than
8 kgf+m {80 N*m}.

(3) When the brake pedal is applied with a pedal pressure of 100 kgf {1kN}, ‘
every part shall show no defective fault.

(4) The brake gear shall be strong and perfectly fit for service, shall be
able to stop the running trailer nearly uniformly loaded with 500 kg
load on the loading platform, connected to a power tiller of about 200 kg \
weight, with a stopping distance of not more than 5 m from 15 km/h
initial speed on a dry horizontal paved road, and shall be able to safely
stop and maintain the trailer with the same load, on a slope of 12-degree
inclination.

(5) In the test of 4.2(4), the trailer shall allow smooth running or stopping,
and shall yield no defective fault in every part.

(6) The trailer shall easily be connected to or disconnected from the power
tiller by the hitch, which shall not go off by vibration or else while
running and shall have sufficient durability.
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