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JAPANESE INDUSTRIAL STANDARD JIS
Knife Section and Ledger Plate of Agricultural B 9213-1989
Binders and Head-Feeding Combines
1. Scope

This Japanese Industrial Standard specifies the knife section and ledger
plate used for agricultural binders and head-feeding combines.

2. Classification

Knife sections shall be classified into the two types of type 3 and type 4.

Ledger plates shall be classified into the three types of type 1, type 2,
and type 3.

3. Quality

' The quality of knife section and ledger plate shall meet the following
requirements.

(1) Appearance The knife section and ledger plate shall have a good
appearance and be free from harmful cracks, strains, cuts, and
other defects,

(2) Hardness The knife section and ledger plate shall be subjected to
necessary heat treatment, and the hardness shall be HRC 54 to 59 for
knife section and HRC 55 to 61 for ledger plate at all the positions of
(D to (5) shown in Attached Figs. 1 to 4.

4, Shapes and Dimensions

The shapes and dimensions of knife section and ledger plate shall be as
specified in Attached Figs. 1 to 4.

Further, the knife section and ledger plate shall be symmetrical about
the central axis with respect to the left and right.

‘ 5. Material

The quality of the material used for knife section and ledger plate shall be
that of SK5 specified in JIS G 4401 or be equal or superior thereto.

6. Measuring Methods

The measuring methods for knife section and ledger plate shall be as follows.

(1) Thickness The thickness shall be measured at the five positions of @
to (:5 shown in Attached Figs. 11to 4, located on a line parallel to the
cutting edge and apart from it by 7 to 8 mm for knife section and by
5 to 7 mm for ledger plate, using the micrometer callipers specified in
JIS B 7502.

(2) Hardness The hardness shall be measured at the same positions as
in (1) according to the method specified in JIS Z 2245, using the tester
specified in JIS B 7726.

‘ Applicable Standards: See page 2.
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