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JAPANESE INDUSTRIAL STANDARD JIS
General Code of Safety for B 9220-1982
Agricultural Machinery (Reaffirmed: 1988)

1. Scope

This Japanese Industrial Standard specifies general matters relating to safety
protective facilities annexed to the agricultural machinery body and its
circumference in order to prevent injuries relating to agricultural machinery.
2. Definitions

For the purposes of this Standard, following definitions apply:

(1) agricultural machine A machine to be driven by power and used for
agriculture.

(2) power This means the power of prime mover such as internal combustion
engine, electric motor, etc., the power utilizing liquid pressure and gas
pressure as well as the driving force from power taking-out shaft of
tractor, and includes the driving force from the earth wheels.

(3) person The operator, worker, and auxiliary worker (including personal
ornaments such as wearing cloth, globes, etc.).

(4) action part When an agricultural machine is operated following the
inherent working purpose, the part to achieve the function.

3. Appearance
The appearance shall be as follows:

(1) The outer periphery of machine body, excluding the action part of required
minimum limit, shall be free from sharp projection.

(2) The machine body, excluding the action part, shall be free from sharp
corner angle, edge end part or rough surface to become cause of injury.

4, Protection of Dangerous Movable Part

The dangerous movable part, excluding the action part of required minimum
limit, shall be so protected according to 4.2 that a person does not contact.

4.1 Dangerous Movable Part The dangerous movable part is the part to be
driven by power and means the following.

(1) The rotary shaft (containing connecting part, shaft end and crankshaft,
but except axle part), key, and key way. However, the shaft and face
without notching, projection, which is flat and smooth and not protruded
from its peripheral surface is not considered to be dangerous.

(2) Fly wheel, pulley, sprocket and gears (including friction conduction
apparatus).
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