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JAPANESE INDUSTRIAL STANDARD JI18

General Design Rules for Safety and B 9650-1988
Sanitation of Food Processing Machinery

1. Scope

This Japanese Industrial Standard specifies general rule items for safety
countermeasures and sanitation countermeasures on design, manufacture, installation,
and operation of food processing machinery and its attachments, hereinafter referred
to as the "machine".

Remark: The food processing machinery specified in this Standard means the
baking machinery, cake-making machinery, meat processing
machinery, fishing processing machinery, granular-and-powdery food
processing machinery, noodle-making machinery, and liquid food
processing machinery.

2. Definitions
For the purposes of this Standard, following definitions apply:
(1) dangerous place The working region where generation of direct or indirect

Toreseeable injury accidents of structure, material or function of the
machinery (including robot).

(2) safety guard The protective fence, enclosure, cover, or lid, etc. for the
purpose of preventing human body or a part of human body from contacting
or approaching to dangerous place. There are mainly the following:

(a) fixed guard The safety guard to protect the dangerous place, which has
no movable part to interlock with the moving function part of machinery
and equipped with directly the machinery or set independently on the
machinery part.

(b) interlock guard The safety guard having movable part to interlock with
the electric system of machinery or mechanical control function. It is
so structured that each dangerous part does not actuate until the safety
guard is locked completely.

(3) both-hand operating device The device to protect the worker from danger
by providing such a mechanism as to require both hands of worker for
operation of machinery,

(4) food contacting part The part where the food raw material, semi product
or completed product contacts in the cycle of processing and cooking.

(5) no-food contacting part All surface parts other than food condacting part.
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