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Foreword

This translation has been made based on the original Japanese Industrial Standard
revised by the Minister of Health, Labour and Welfare and the Minister of Economy,
Trade and Industry, through deliberations at the Japanese Industrial Standards
Committee as the result of proposal for revision of Japanese Industrial Standard
submitted by The Japan Machinery Federation (JMF) with the draft being attached,
based on the provision of Article 12 Clause 1 of the Industrial Standardization Law
applicable to the case of revision by the provision of Article 14.

Consequently, JIS B 9704-3:2004 has been replaced with this Standard.
This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, application for a patent after opening to the public, utility model
right or application for registration of utility model after opening to the public which
have technical properties. The relevant Ministers and the Japanese Industrial Standards
Committee are not responsible for identifying the patent right, application for a patent
after opening to the public, utility model right or application for registration of utility
model after opening to the public which have the said technical properties.

JIS B 9704 series consists of the following 3 parts under the general title “Safety of
machinery—UElectro-sensitive protective equipment”:
Part 1: General requirements and tests

Part 2: Particular requirements for equipment using active opto-electronic protective
devices (AOPDs)

Part 3: Particular requirements for Active Opto-electronic Protective Devices responsive

to Diffuse Reflection (AOPDDR)
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JAPANESE INDUSTRIAL STANDARD JIS B 9704-3 : 2011
(IEC 61496-3 : 2008)

Safety of machinery—
Electro-sensitive protective equipment—
Part 3: Particular requirements for
Active Opto-electronic Protective
Devices responsive to Diffuse
Reflection (AOPDDR)

Introduction

This Japanese Industrial Standard has been prepared based on the second edition
of IEC 61496-3 published in 2008 without any modifications of the technical contents.

The portions underlined with dots are the matters not given in the corresponding
International Standard.

An electro-sensitive protective equipment (ESPE) is applied to machinery present-
ing a risk of personal injury. It provides protection by causing the machine to revert
to a safe condition before a person can be placed in a hazardous situation.

This Standard is used together with JIS B 9704-1 (hereafter referred to as “part 1”).

This Standard supplements or modifies the corresponding clauses in JIS B 9704-1
to specify particular requirements for the design, construction and testing of electro-
sensitive protective equipment (ESPE) for the safeguarding of machinery, employing
active opto-electronic protective devices responsive to diffuse reflection (AOPDDRs) for
the sensing function.

Where a particular clause or subclause of part 1 is not mentioned in this Standard,
that clause or subclause applies as far as is reasonable. Where this part states
“addition”, “modification” or “replacement”, the relevant text of part 1 should be adapted
accordingly.

Supplementary Annexes are entitled AA, BB, etc.

Each type of machine presents its own particular hazards, and it is not the pur-
pose of this Standard to recommend the manner of application of the ESPE to any par-
ticular machine. The application of the ESPE should be a matter for agreement between
the equipment supplier, the machine user and the enforcing authority. In this con-
text, attention is drawn to the relevant guidance established internationally, for ex-
ample, part 1 and JIS B 9700-2.

Due to the complexity of the technology there are many issues that the highly de-
pendent on analysis and expertise in specific test and measurement techniques. In
order to provide a high level of confidence, independent review by relevant expertise
is recommended.

NOTE : The term “review” here does not mean the certification of compliance
but means an advice, confirmation, etc.
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1 Scope
Replacement:

This Standard specifies additional requirements for the design, construction and
testing of non-contact electro-sensitive protective equipment (ESPE) designed specifi-
cally to detect persons as part of a safety related system, employing active opto-elec-
tronic protective devices responsive to diffuse reflection (AOPDDRs) for the sensing
function. Special attention is directed to requirements which ensure that an appro-
priate safety-related performance is achieved. An ESPE may include optional safety-
related functions, the requirements for which are given both in Annex A of this Standard
and in Annex A of part 1.

This Standard does not specify the dimensions or configurations of the detection
zone and its disposition in relation to hazardous parts for any particular application,
nor what constitutes a hazardous state of any machine. It is restricted to the func-
tioning of the ESPE and how it interfaces with the machine.

AOPDDRs are devices that have a detection zone specified in two dimensions wherein
radiation in the near infrared range is emitted by a transmitter element(s). When the
emitted radiation impinges on an object (for example, a person or part of a person), a
portion of the emitted radiation is reflected to a receiving element(s) by diffuse reflec-
tion whereby the presence of the object can be detected.

NOTE 1 Under certain circumstances, limitations of the sensor in relation to its
use need to be considered. For example:

— Objects that generate mirror-like (specular) reflections may not be
detected if the diffuse reflectance value is less than that specified
for the “black” test piece.

— The determination of the minimal reflection factors for the detec-
tion of obstacles is based on the clothing of a person. Objects hav-
ing a reflectivity lower than that considered in this Standard may
not be detected.

Excluded from this Standard are AOPDDRs employing radiation of wavelength
outside the range 820 nm to 946 nm, and those employing radiation other than that
generated by the AOPDDR itself. For sensing devices that employ radiation of wave-
lengths outside this range, this Standard may be used as a guide. This Standard is
relevant for AOPDDRs having a stated detection capability in the range from 30 mm
to 200 mm. AOPDDRs intended for use as trip device using whole-body detection with
normal approach (approach from the frontal direction) to the detection zone and hav-
ing a stated detection capability not exceeding 200 mm shall meet the requirements
of clause A.12. AOPDDRs intended for a direction of approach normal to the detec-
tion zone and having a stated detection capability in the range from 30 mm to 70 mm
shall meet the requirements of clause A.13.

NOTE 2 According to JIS B 9715, 6.3 foreseeable angles of approach greater
than 30° should be considered normal approach and foreseeable angles
of approach less than 30° should be considered parallel approach.

NOTE 3 According to JIS B 9715, 6.2 when electro-sensitive protective equip-
ment employing active opto-electronic protective devices is used for
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direction of approach parallel to the detection zone the device should
have a detection capability in the range from 50 mm to 117 mm.

This Standard may be relevant to applications other than those for the protection
of persons, for example, for the protection of machinery or products from mechanical
damage. In those applications, different requirements may be necessary, for example
when the materials that have to be recognized by the sensing function have different
properties from those of persons and their clothing.

This Standard does not deal with electromagnetic compatibility (EMC) emission re-
gquirements.

Opto-electronic devices that perform only one-dimensional spot-like distance mea-
surements, for example, proximity switches, are not covered by this Standard.

NOTE 4 The International Standard corresponding to this Standard and the
symbol of degree of correspondence are as follows:

TIEC 61496-3:2008 Safety of machinery—Electro-sensitive protective
equipment—Part 3: Particular requirements for Active Opto-electronic
Protective Devices responsive to Diffuse Reflection (AOPDDR) (IDT)

The symbols which denote the degree of correspondence in the con-

tents between the relevant International Standard and JIS are IDT
(identical), MOD (modified), and NEQ (not equivalent) according to ISO/
IEC Guide 21-1.

2 Normative references

Addition (The following standards shall be applied in addition to those specified in
clause 2 of part 1.):

JIS B 9704-1:2011 Safety of machinery—Electro-sensitive protective equipment
Part 1: General requirements and tests

NOTE : Corresponding International Standard: TEC 61496-1:2004 Safety of ma-
chinery—Electro-sensitive protective equipment—Part 1: General require-
ments and tests and Amendment 1 (2007) (IDT)

JIS B 9715:2006 Safety of machinery—Positioning of protective equipment with
respect to the approach speeds of parts of the human body

NOTE : Corresponding International Standard: ISO 13855:2002 Safety of ma-
chinery—Positioning of protective equipment with respect to the approach
speeds of parts of the human body (IDT)

JIS C 0025:1988 Basic environmental testing procedures Part 2: Tests Test N:
Change of temperature

NOTE : Corresponding International Standard: IEC 60068-2-14:1984 Enuviron-
mental testing—Part 2: Tests—Test N: Change of temperature (MOD)

JIS C 6802:2005 Safety of laser products

NOTE : Corresponding International Standard: IEC 60825-1:2001 Safety of
laser products—Part 1: Equipment classification, requirements and user’s
guide (IDT)

JIS C 60068-2-75:2004 Environmental testing—Part 2-75: Tests—Test Eh: Hammer
tests
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NOTE : Corresponding International Standard: IEC 60068-2-75:1997 Environ-
mental testing—Part 2-75: Tests—Test Eh: Hammer tests (IDT)

EN 471:2003-09 High-visibility warning clothing for professional use—Test
methods and requirements

3 Terms and definitions
For the purposes of this Standard, the definitions given in part 1 and the follow-
ing definitions apply.

Replacement:

3.4 detection zone
zone within which the specified test piece(s) is detected by the AOPDDR with a mini-
mum required probability of detection (see 4.2.12.2)

Addition:

3.301 active opto-electronic protective device responsive to diffuse reflection,
AOPDDR

device, whose sensing function is performed by opto-electronic emitting and receiving
elements, that detects the diffuse reflection of optical radiations generated within the
device by an object present in a detection zone specified in two dimensions (hereafter
referred to as “AOPDDR”)

3.302 AOPDDR detection capability
ability to detect the specified test pieces (see 4.2.13) in the detection zone

NOTE : A list of influences which can affect the AOPDDR detection capability
is given in 4.2.12.1.
3.303 tolerance zone

zone outside of and adjacent to the detection zone within which the specified test piece(s)
(see 4.2.13) is detected with a probability of detection lower than the required prob-
ability within the detection zone

NOTE 1 The tolerance zone is necessary to achieve the required probability of
detection of the specified test piece(s) within the detection zone.

NOTE 2 For explanation of the concept of probability of detection and the tol-
erance zone, see Annex BB.

4 Requirements
This clause of part 1 is applicable except as follows:

4.1 Functional requirements

Replacement:

4.1.3 Types of ESPE

In this Standard only a type 3 ESPE is considered. It is the responsibility of the
machine supplier and/or the user to prescribe if this type is suitable for a particular
application.
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The type 3 ESPE shall fulfil the fault detection requirements of 4.2.2.4 of this Stan-
dard. In normal operation, the output circuit of each of at least two output signal
switching devices (OSSDs) of the type 3 ESPE shall go to the OFF-state when the
sensing device is actuated, or when the power is removed from the device.

Additional functional requirements:

4.1.4 Zone(s) with limited detection capability

A zone between the optical window and the beginning of the detection zone is re-
ferred to as a zone with limited detection capability. In order to ensure no hazard can
arise in a particular application due to the presence of this zone(s) between the opti-
cal window and the detection zone, its dimensions and appropriate information for use
shall be provided by the supplier.

A zone with limited detection capability shall not extend more than 50 mm from
the optical window in the plane of detection.
4.2 Design requirements

4.2.2 Fault detection requirements

4.2.2.2 Particular requirements for a type 1 ESPE
This subclause of part 1 is not applicable.

4.2.2.3 Particular requirements for a type 2 ESPE
This subclause of part 1 is not applicable.

4.2.2.4 Particular requirements for a type 3 ESPE
Replacement:

A single fault in a sensing device resulting in a complete loss of the stated AOPDDR
detection capability shall cause the ESPE to go to a lock-out condition within the speci-
fied response time.

NOTE 1 For AOPDDR using rotating mirrors for scanning the detection zone,
this requirement can be fulfilled by scanning on a defined reference
object located outside the detection zone and the tolerance zone.

A single fault resulting in a deterioration of the stated AOPDDR detection capa-
bility shall cause the ESPE to go to a lock-out condition within a time period of 5 s
following the occurrence of that fault.

NOTE 2 Examples of deterioration of the AOPDDR detection capability include:
— increase of the minimum detectable object size;
— increase in the minimum detectable reflectance;

— decrease of measurement accuracy.

A single fault resulting in an increase in response time beyond the specified value
or preventing at least one OSSD going to the OFF-state shall cause the ESPE to go to
a lock-out condition immediately, i.e. within the response time, or immediately upon
any of the following demand events where fault detection requires a change in state:
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— on actuation of the sensing function (detection of the object);

— on switch off/on;

— on reset of the start interlock or the restart interlock, if available (see clauses A.5

and A.6 of part 1);
— on the application of an external test signal (which causes lock-out), if available.

NOTE 3 An external test signal may be required if, for example, in a particu-
lar application, the frequency of actuation of the sensing function (the

of state.

It shall not be possible for the ESPE to achieve a reset from a lock-out condition,
for example, by interruption and restoration of the mains power supply or by any other
means, when the fault which initiated the lock-out condition is still present.

In cases where a single fault which does not cause a failure to danger of the ESPE
is not detected, the occurrence of further faults shall not cause a failure to danger. For
verification of this requirement, see 5.3.4.

4.2.2.5 Particular requirements for a type 4 ESPE
This subclause of part 1 is not applicable.

Additional design requirements:
4.2.12 Integrity of the AOPDDR detection capability

4.2.12.1 General

The design of the AOPDDR shall ensure that the detection capability is not decreased
below the limits specified by the supplier and in this Standard by any of, but not lim-
ited to, the following:

— ageing of components;
— component tolerances (for example, spectral sensitivity of the receiver element);
— distance-dependent changes of sensitivity related for example to optics;
— limits of adjustment;
— insecure fixing of optical and mechanical components within the AOPDDR;
— environmental interference, especially:

a) system noise;

b) electrical interference according to 4.3.2 of part 1;

¢) pollution on the surface of the optical window of the housing;

d) condensation on the surface of the optical window of the housing;

e) ambient temperature;

f) ambient light;

g) background (for example, contrast between object and background);
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h) vibration and bump;
1)  humidity;
j) supply voltage variations and interruptions;

k) reflections of emitted light(s) from parts of the surrounding especially for de-
vices with more than one transmitting and/or receiving element.

If a single fault (as specified in Annex B of part 1), which under normal operating
conditions (see 5.1.2.1 of part 1) would not result in a loss of the stated AOPDDR
detection capability but, when occurring with a combination of the above conditions,
would result in such a loss, that fault, together with that combination of conditions,
shall be considered as a single fault and the AOPDDR shall respond to such a single
fault as required in 4.2.2.4.

NOTE : The technique of scanning on a reference object can satisfy the require-
ment in respect of ageing of components. Other techniques giving the
same level of assurance may be used.

4.2.12.2 Detection zone(s) and tolerance zone(s)
The supplier shall specify the tolerance zone(s).

The supplier shall take into account worst-case conditions including, for example,
signal-to-noise ratio S/N and standard deviation o considering all influences listed in
this Standard and any additional influences specified by the supplier (environmental
influence, component faults, etc.).

The tolerance zone depends on systematic interferences, measurement faults, reso-
lution of the measurement values, etc. and is necessary to ensure the required detec-
tion probability within the detection zone. Figures 1 and 2 show examples of tolerance
zones.
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Top view
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@ Detection zone within which the specified test piece(s) is detected by the AOPDDR with a mini-
mum required probability of detection.

@ Tolerance zone (detection not assured).
® Zone with limited detection capability (detection not assured).

@ AOPDDR

NOTE 1 For an application of the AOPDDR, it may be necessary to take into account that the
size of parts of the tolerance zone can be related for example to the diameter of the test
piece and the beam position (see value of “a”). The value of “b” corresponds for example
to the distance measurement accuracy.

NOTE 2 The detection zone origin is marked by a cross.

Figure 1 Detection zone of an AOPDDR—Example 1
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Key

(O Detection zone
@ Tolerance zone
® AOPDDR

NOTE : The value of “a” corresponds for example to the diameter of the test piece and the beam
position. The value of “b” corresponds for example to the distance measurement accu-
racy.

Figure 2 Detection zone of an AOPDDR—Example 2

The test pieces (see 4.2.13) shall be detected with a minimum probability of detec-
tion of 1-2.9x107 (=0.999 999 71) throughout within the detection zone(s). To achieve

falls into the tolerance zone this test piece will be determined as detected and the OSSDs
shall go to the OFF-state or remain in the OFF-state.

NOTE 1 The tolerance zone is not included in the detection zone.

NOTE 2 Probability of detection as used in this Standard is not related to the
probability of faults.

NOTE 3 Special attention may be required when the detection zone of AOPDDR
is made up by more than one transmitting and/or receiving unit to
ensure that the AOPDDR detection capability is not affected between
the fields of view of these units.

When a test piece is placed on the boundary between the detection zone and the
tolerance zone (i.e. on the border of the detection zone) the measured distance values
of this test piece shall be the median point of the distribution of measurement values
determined using a test piece with a reflectivity of any value from that of the “black”
test piece to that of the “white” test piece. The supplier shall document that reflectivity
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of the test piece and the calculations used. This requirement may be verified by in-
spection of the supplier’s documentation.

When the centre of the distribution of measurement values is on the boundary be-

NOTE 4 The value for the ranging accuracy and the tolerance zone is not nec-
essarily a constant. It can, for example, be a function of the measure-
ment distance.

NOTE 5 If the AOPDDR has a facility to automatically set its detection zone(s),
the ranging error of the set values is taken into account when deter-
mining the tolerance zone (see clause A.11).

NOTE 6 Annex BB gives additional information about the relationship between
ranging accuracy and probability of detection.

4.2.12.3 Scanning geometry, scanning frequency and response time

The supplier shall specify the relevant parameters of the detection zone(s), includ-
ing range and scanning angle. The scanning geometry and/or scanning frequency shall
be sufficient to ensure that a test piece with a diameter of the specified minimum
detectable object size is detected at the maximum range of the detection zone(s). The
supplier shall define values in the range of 30 mm to 200 mm as the minimum detect-
able object size of the AOPDDR. The minimum detectable object size may be distance
dependent.

NOTE 1 The restriction of the minimum detectable object size to the range of
30 mm to 200 mm is based on current applications. Additional require-
ments may be necessary for AOPDDRs having detection capabilities
outside this range.

Objects of the minimum detectable size that are either stationary or moving within
the detection zone at any speed up to 1.6 m/s shall be detected by the ESPE within
the specified response time. The response time shall be determined by the supplier
taking into account worst-case conditions, especially for the scanning frequency and
the movement of objects. Where the supplier states that an AOPDDR can be used to
detect objects moving at speeds greater than 1.6 m/s, the requirements shall be met
at any speed up to and including the stated maximum speed(s).

NOTE 2 The detection capability may be determined by the optical geometry of
the AOPDDR so that one complete beam will impinge on the specified
test pieces in the maximum range of detection zone and tolerance zone
for a special design. In this case, the distance between the centre of
two adjacent transmitter beams (except the first and the last one) will
not exceed half the diameter of the test pieces. For other designs, it
can be more difficult to carry out the verification according to 5.2.1.2
and 5.2.11, especially when movement of objects is taken into account,
as required above.
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NOTE 3 An example for the calculation of the response time is given in
clause AA.5.

All points on a path projected from any point on the border of the detection zone
to the receiving element(s) of the AOPDDR shall be within the detection zone (see
4.2.12.2) or the zone with limited detection capability (see 4.1.4).

4.2,.13 Test pieces for type testing

4.2.13.1 General

The test pieces are part of the AOPDDR and shall therefore be provided by the sup-
plier for use in the type tests of clause 5. They shall be marked with a type reference
and identification of the AOPDDR with which they are intended to be used.

The test pieces shall have a diameter equal to the maximum specified detection ca-

pability (minimum diameter). Other diameters within the range of 30 mm to 200 mm
may be required for testing depending on the detection capability of the AOPDDR.

NOTE : The minimum effective length (0.3 m) of the test pieces has been selected
for ease of use.

4.2.13.2 Black test piece

The black test piece shall be a cylinder with a minimum effective length of 0.3 m.
The surface of the test piece shall have a diffuse reflectance value in the range of 1.6 %
to 2.0 % including measurement accuracy, at the wavelength of the transmitter and
under normal conditions. This value shall be verified by measurement. Where this
reflectance value is used for calculation, the nominal value of 1.8 % shall be used.

NOTE : Figure 3 shows the results of an investigation to determine the reflec-
tance of the black test piece (performed by Berufsgenossenschaftliches
Institut fiir Arbeitsschutz, 53754 Sankt Augustin, Germany).

Documents

Document Sharing Hub
PROTECTED BY COPYRIGHT

Full document details: JIS B 9704-3-2011


http://avadocuments2026.com/doc/jis-b-9704-3-2011
http://avadocuments2026.com/doc/jis-b-9704-3-2011

12
B 9704-3 : 2011 (IEC 61496-3 : 2008)

20 ¢ =&
A ° ® [ |
O ® m O O

780 790 800 809 819 832 846 857 867 881 895 906 917 931 946 W

o) m® mG mH@ AG o)

Black velvet MG 20/5

Black broad corduroy MG 0/5
Black plastic foam MG 0/5

Black gumboot MG 20/5

Black synthetic material MG 20/5
Black shoe leather MG 20/5
Wavelength (mm)

Coefficient of diffuse reflection (%)

=

ey

R ECECONCEORONC)

Z
Q
=
&=

A measurement geometry (MG) of, for example, 0/5 is represented by an entrance angle
of 0° and an observation angle of 5°. The entrance angle characterizes the angular
position of the tested material with respect to the direction of the incident light. The
observation angle is the angle by which the direction of the observation of the tested
material differs from the direction of the incident light.

Figure 3 Minimum diffuse reflectivity of materials

4.2,13.3 White test piece

The white test piece shall be a cylinder with a minimum effective length of 0.3 m.
The surface of the test piece shall have a diffuse reflectance value in the range of 80 %
to 90 % at the wavelength of the transmitter.

4.2.13.4 Retro-reflective test piece

The retro-reflective test piece shall be a cylinder with a minimum effective length
of 0.3 m. The surface of the test piece shall be of retro-reflecting material. The ma-
terial shall comply with the requirements for retro-reflection of EN 471 class 2 or the
equivalent.

NOTE : Table 5 of EN 471 defines the minimum coefficient of retro-reflection
for class 2 material as 330 cd - Ix!' -m~2 with an entrance angle of 5° and
an observation angle of 0.2° (12').

4.2.14 Wavelength
AOPDDRs shall operate at a wavelength within the range of 820 nm to 946 nm.
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NOTE : This range of wavelengths is based on the present availability of com-
ponents together with research which shows it to be suitable for mate-
rials used as clothing.

4.2.15 Radiation intensity

The radiation intensity generated and emitted by the AOPDDR shall at no time,
even in the presence of a component failure, exceed the maximum power or energy levels
for a class 1M laser in accordance with JIS C 6802. The marking as a class 1 laser
shall be carried out as required in 5.2 of JIS C 6802.

4.2.16 Mechanical construction

When the detection capability can be decreased below the limit stated by the sup-
plier, as a result of a change of position of components, the fixing of those components
shall not rely solely on friction.

NOTE : The use of oblong mounting holes without additional means could lead
for example to a change of the position of the detection zone under
mechanical interference such as bump.

4.3 Environmental requirements
Addition:

NOTE : These requirements may not fulfil the needs of certain applications (for
example: use on vehicles, including automatic guided vehicles (AGVs),
forklifts, mobile machinery, etc.).

4.3.1 Ambient air temperature range and humidity

Addition:

The ESPE shall not fail to danger when subjected to a rapid change of tempera-
ture and humidity leading to condensation on the optical window.

This requirement is verified by the condensing test of 5.4.2.

4.3.3 Mechanical environment

Additional mechanical requirements:

4.3.3.3 Change of temperature

The ESPE shall be free of damage, including displacement and/or cracks of the op-
tical window, after the tests of 5.4.4.3 and it shall be capable of continuing in normal
operation.

4.3.3.4 Impact resistance

4.3.3.4.1 Normal operation

The ESPE shall be free of damage, including displacement and/or cracks of the op-
tical window, after the tests of 5.4.4.4.2 and it shall be capable of continuing in nor-
mal operation.

4.3.3.4.2 Fail to danger
The ESPE shall not fail to danger after the tests of 5.4.4.4.3.
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4.3.4 Enclosures
Addition:
Means shall be provided for the secure fixing of the enclosure(s).

Enclosures of the AOPDDR containing optical components shall provide a degree
of protection of at least IP65 (see JIS C 0920) when mounted as specified by the sup-
plier.

Additional environmental requirements:

4.3.5 Light interference on AOPDDR receiving elements and other optical
components

The ESPE shall continue in normal operation when subjected to the following:
— incandescent light;
— fluorescent light operated with high-frequency electronic power supply;

— radiation from an AOPDDR of identical design if no mounting restrictions related
to possible interference are given by the supplier of the AOPDDR.

The ESPE shall not fail to danger when subjected to the following:
— high-intensity incandescent light (simulated daylight using a quartz lamp);

— florescent light operated with its rated power supply and with a high-frequency
electronic power supply;

— stroboscopic light;
— radiation from an AOPDDR of identical design;
— flashing beacon.

These requirements are verified by the tests of 5.2.1.2 and 5.4.6.

4.3.6 Pollution interference

The supplier shall specify the maximum level of homogeneous pollution in percentage
of transmission which will not result in a decrease of the stated detection capability.

The AOPDDR shall continue in normal operation when the received signal energy
of the detection system itself is attenuated by up to 30 % by homogeneous pollution.

Pollution between the transmitting and/or receiving element(s) and the beginning
of the detection zone(s) (including optical components) of the AOPDDR resulting in a
loss of the stated detection capability shall cause the OSSDs to go to the OFF-state.

These requirements are verified by the tests of 5.4.7.

NOTE : The tests listed in 5.4.7 may not cover all possible forms of pollution,
for example, oil, grease and process materials.

Any pollution monitoring means for detecting a loss of the stated detection capa-
bility shall comply with all the relevant requirements of this Standard.

4.3.7 Background interference

The stated tolerance zone shall not be increased by background interference. This
requirement is verified by the tests of 5.4.8.
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NOTE 1 The supplier may specify the AOPDDR for a maximum reflectance value
that is monitored by the AOPDDR itself and which leads to the OFF-
state of the OSSDs if the specified maximum reflectance value is ex-
ceeded. Background interference by materials with higher values of
reflectance can thereby be excluded.

NOTE 2 Backgrounds that may interfere with the measurement results include
corner cube reflectors, tiles, sheet metal, white paper, etc.

NOTE 3 Retro-reflectors are considered as a background within the tests of de-
tection capability and measurement accuracy (see 5.4.8). If retro-
reflectors in the background lead to measurement faults, it may be
possible in specific applications to use other measures instead of an
addition to the tolerance zone.

4.3.8 Manual interference

It shall not be possible to reduce the stated detection capability by covering the op-
tical window of the housing of the AOPDDR or other parts (if applicable), or by plac-
ing objects within a zone with limited detection capability (see 4.1.4). In such cases
the OSSDs shall go to the OFF-state within a time period of 5 s and the OSSDs shall
remain in the OFF-state until the manual interference is removed.

AOPDDR for use as trip device using whole-body detection with normal approach
(clause A.12) and AOPDDR used for the detection of parts of a body with normal ap-
proach (clause A.13) shall be designed such that the OSSDs shall go to the OFF-state
within the stated response time when manual interference is performed and the OSSDs
shall remain in the OFF-state until the manual interference is removed. These re-
quirements are verified by the tests of 5.4.9.

4.3.9 Optical shadowing in the detection zone

The AOPDDR detection capability shall be maintained when small objects are
present in the detection zone. This shall be verified by analysis and by a test accord-
ing to 5.4.10. The analysis shall include examination of any software filtering algo-
rithms provided.

NOTE : Software filtering algorithms may be provided to disregard small objects,
for example, to increase reliability of operation (rate of operation).

4.3.10 Ageing of components

Drift or ageing of components that would reduce the detection capability below the
value stated shall not cause a failure to danger of the ESPE, shall be detected within
a time period of 5 s and shall lead to a lock-out condition.

If a reference object is used for monitoring ageing and drift of components, varia-
tions in its properties (for example, reflectance) shall not cause a failure to danger of
the ESPE. If a reference object is used to monitor ageing and drift of components, it
shall be considered to be part of the AOPDDR and shall be provided by the supplier
of the AOPDDR.

5 Testing

This clause of part 1 is applicable except as follows:
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5.1 General

5.1.1.2 Operating condition
Addition:

Unless otherwise stated in this part, and if the facility is provided to set the detec-
tion zone, the zone used for the tests shall be set up as follows:

— radius respectively width and length (or equivalent values) of the detection zone
of 1.0 m;

— add the value of the specified tolerance zone.

NOTE : For example, a detection zone of 1.0 m and a tolerance zone of 0.2 m
results in a zone used for the tests of 1.2 m.

For an AOPDDR with a stated maximum detection distance of less than 1.0 m, this
distance shall be used where 1.0 m is specified in clause 5.

For an AOPDDR without the facility to set the detection zone, the fixed detection
zone shall be used for all tests.

During these tests the test piece(s) shall be used normal to the plane of the AOPDDR
detection zone. Figures 4, 5, 6, 7, 8, 9 and 10 show possible configurations for indi-
vidual tests on the integrity of the detection capability and light interference.

5.1.2.2 Measurement accuracy
Addition to first paragraph:

— for light intensity measurement: =10 %.

Side view Top view
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NOTE : Figure 4 shows a possible configuration for a test according to 5.2.1.2.2.

Figure 4 Influence on detection capability by incandescent light—
Example 1
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Figure 5 shows a possible configuration for a test according to 5.2.1.2.2.

Figure 5 Influence on detection capability by incandescent light—
Example 2
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Figure 6 shows a possible configuration for a test according to 5.2.1.2.3.
NOTE 2 “a”=0.4 m, but at least so large that the background is not detected as an object.

NOTE 3 Figure 6 shows no detection zone because in this example it is the influence on the
measurement accuracy that is being tested.

NOTE 4 The coefficient of reflection of the background used for this test shall not vary in the
range of wavelengths used by the AOPDDR itself and used for the measurement of
intensity.

Figure 6 Influence on detection capability by light reflected by
the background
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NOTE : Figure 7 shows a possible configuration for a test according to 5.2.1.2.4.

Figure 7 Influence on detection capability by stroboscopic light—
Example 1
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