
JIS B 9921: 2010 

(JACA/JSA) 

JAPANESE 
INDUSTRIAL 
STANDARD 

Translated and Published by 

Japanese Standards Association 

Light scattering airborne particle 
counter for clean spaces 

ICS 19.120 

Reference number: JIS B 9921 : 2010 (E) 

PROTECTED BY COPYRIGHT 15 S 

Full document details: JIS B 9921-2010

http://www.avadocuments.com/doc/jis-b-9921-2010
http://www.avadocuments.com/doc/jis-b-9921-2010


B 9921 : 2010 

Date of Establishment: 1976-05-01 

Date of Revision: 2010-05-20 

Date of Public Notice in Official Gazette: 2010-05-20 

Investigated by: Japanese Industrial Standards Committee 

© JSA 2011 

Standards Board 

Technical Committee on Industrial Machinery 

JIS B 9921: 2010, First English edition published in 2011-10 

Translated and published by: Japanese Standards Association 
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN 

In the event of any doubts arising as to the contents, 
the original JIS is to be the final authority. 

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or 
utilized in any form or by any means, electronic or mechanical, including photocopying and 
microfilm, without permission in writing from the publisher. 

Printed in Japan 
NH/AT 

PROTECTED BY COPYRIGHT 

Full document details: JIS B 9921-2010

http://www.avadocuments.com/doc/jis-b-9921-2010
http://www.avadocuments.com/doc/jis-b-9921-2010


B 9921: 2010 

Contents 

Page 

Introduction·········································· ...................................................... ·························1 

1 Scope················································· ...................................................... ···················1 

2 Normative references ...................................................... ········································1 

3 Terms and definitions ............................................................................................. 2 

4 Measurement principle ...................................................... ·····································2 

5 Basic constitution ...................................................... ··············································2 

6 Performance·············································································································· 3 
6.1 Size calibration ...................................................... ··················································3 
6.2 Verification of size setting ..................................................................................... 3 

6.3 Counting efficiency ...................................................... ············································3 
6.4 Size resolution ...................................................... ····················································3 
6.5 False count rate ...................................................... ·················································3 
6.6 Maximum particle number concentration ...................................................... ······3 
6.7 Sampling flow rate ...................................................... ············································4 
6.8 Sampling time ...................................................... ····················································4 
6.9 Response rate ........................................................................................................... 4 

6.10 Calibration interval·································································································4 
6.11 Test report ............................................................................................................ ····4 

7 Test methods ............................................................................................................ 5 

7.1 Size calibration ...................................................... ··················································5 
7.2 Verification of size setting ..................................................................................... 6 

7.3 Counting efficiency ...................................................... ············································7 

7.4 Size resolution·········································································································· 7 
7.5 False count rate ...................................................... ·················································8 
7.6 Coincidence loss ...................................................... ·················································8 
7.7 Sampling flow rate ...................................................... ············································9 
7.8 Sampling time ...................................................... ····················································9 
7.9 Response rate ........................................................................................................... 9 
7.10 Calibration .............................................................................................................. 10 

Annex A (informative) Counting efficiency ...................................................... ··········11 

Annex B (informative) Size resolution ...................................................... ··················12 

Annex C (informative) False count rate ...................................................... ···············13 

Annex D (informative) Response rate ...................................................... ···················14 

(i) 

PROTECTED BY COPYRIGHT 

Full document details: JIS B 9921-2010

http://www.avadocuments.com/doc/jis-b-9921-2010
http://www.avadocuments.com/doc/jis-b-9921-2010


B 9921 : 2010 

Annex JA (informative) Method of evaluation for uncertainty of performance 
test results ............................................................................ 15 

Annex JB (informative) Comparison table between JIS and corresponding 
International Standard ....................................................... 22 

(ii) 

PROTECTED BY COPYRIGHT 

Full document details: JIS B 9921-2010

http://www.avadocuments.com/doc/jis-b-9921-2010
http://www.avadocuments.com/doc/jis-b-9921-2010


B 9921: 2010 

Foreword 

This translation has been made based on the original Japanese Industrial Standard 
revised by the Minister of Economy, Trade and Industry, through deliberations at 

the Japanese Industrial Standards Committee as the result of proposal of revision 
of Japanese Industrial Standard submitted by the Japan Air Cleaning Association 
(JACA)/J apanese Standards Association (JSA) with the draft being attached, based 

on the provision of Article 12 Clause 1 of the Industrial Standardization Law applicable 
to the case of revision by the provision of Article 14. 

Consequently JIS B 9921: 1997 is replaced with this Standard. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard may conflict 
with a patent right, application for a patent after opening to the public, utility model 

right or application for registration of utility model after opening to the public which 
have technical properties. The relevant Minister and the Japanese Industrial Standards 
Committee are not responsible for identifying the patent right, application for a patent 

after opening to the public, utility model right or application for registration of utility 
model after opening to the public which have the said technical properties. 

(iii) 
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JAPANESE INDUSTRIAL STANDARD JIS B 9921 : 2010 

Light scattering airborne particle counter 
for clean spaces 

In troduction 

This Japanese Industrial Standard has been prepared based on the first edition of 
ISO 21501-4 published in 2007, while modifying some of its technical contents so as 
to make them easier to understand, as well as to enhance the usability of this Stan­
dard. 

The portions with continuous sidelines or dotted underlines are the matters in which 
the contents of the corresponding International Standard have been modified. A list 
of modifications with the explanations is given in Annex JB. 

1 Scope 

This Standard describes a calibration and verification method for a light scatter­
ing airborne particle counter (hereafter referred to as "particle counter"), which sucks 
in air and measures the size and number or particle number concentration of particles 
suspended in the air. The particle counter specified in this Standard performs single 
particle measurements, and the typical size range of particles measured by it in the 
method specified in this Standard is between 0.1 !lm and 10 !lm in particle size. 

NOTE 1 Instruments that conform to this Standard are used for the classifica-
tion of air cleanliness in cleanrooms and associated controlled environ­
ments in accordance with JIS B 9920, as well as the measurement of 
number and size distribution of particles in various environments. 

NOTE 2 The particle size measured by the particle counter is not the actual par-
--------------------------------------------------------------------------------------------------------------------------------

ticle size-it is the light scattering equivalent diameter of the calibra-
--------------------------------------------------------------------------------------------------------------------------------

~_~~~ __ ~~~~_~~_l_~_~ __ ~_~~r~~_~~A_!_l!_~_~~_·_ 

~~~_J?_~_~_~~~~~ __ ~~_~~_!_~ __ ~_~!_~_~~~_~_~ __ C?K_r~!:~_~~_~~ __ ~~_~ __ ~~_~~_~_C? __ ~~_l_~~~_~~~_J?_~~_~ 
ticle diameter. 

NOTE 3 The International Standard corresponding to this Standard and the 
symbol of degree of correspondence are as follows. 

ISO 21501-4: 2007 Determination of particle size distribution-Single 
particle light interaction methods-Part 4: Light scattering airborne 
particle counter for clean spaces (MOD) 

The symbols which denote the degree of correspondence in the con­
tents in the corresponding International Standard and JIS are IDT 
(identical), MOD (modified) and NEQ (not equivalent) according to ISO/ 
lEe Guide 21-1. 

2 Norma ti ve references 

The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent editions of the standard 
(including amendments) indicated below shall be applied. 
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JIS B 9925 Light scattering liquid-borne particle counter 

JIS Z 8103 Glossary of terms used in measurement 

JIS Z 8122 Contamination control-Terminology 

3 Terms and definitions 

For the purpose of this Standard, the terms and definitions given in JIS B 9925, 
~_~_~ __ ~ __ ~_~~~ __ ~~_~ __ ~_~_~_~_~_~_~~_ and the following apply. 

3.1 counting efficiency 

ratio of the particle number concentration measured by a particle counter to that 
measured by a reference instrument, using the same test sample 

3.2 clean air 

air filtered by an air cleaner or the like, but only to an extent where it does not inter-
------------------------------------------------------------------------------------------------------------------------------------------------------------

~~_~~ __ ~_~~J?:_~_~~_!l?:~~~_~~~~~!?t_?rp_~_~~~~!~~ 

3.3 false count rate 

the count indicated on the particle counter even though there is no particle in the 
------------------------------------------------------------------------------------------------------------------------------------------------------------

measured air which is of a size within the measuring range of the counter 

3.4 test air 

~~t_~~ __ ~_~_~_~_~~ __ r<?~_~~~_~!_I?:~ __ ~~~_J~~~x~~~~!?__~_~ __ ~(_~_J?~_~~t~!~ __ ~~~_I?:~_~_~~ __ '!!~~_~~ __ ~~ __ ~ __ ~~~_~!~_~_I?: 
~!_~ __ '!!t~_1?:_~~!_~~~~~_~?_I?: __ ~_~~_~~_~!_~_~ __ ~_~~_J!~~~_~_~ __ ~? __ ~~ 

4 Measurement principle 

When light is irradiated to particles, since particles scatter the light by which they 
are hit, the size of particles can be measured from the amount of light that is lost due 
to this scattering, and the number of particles can be counted from the number of pulses 
of light scattering when particles pass through the luminous flux. More concretely, 
the sample air is sucked into the particle counter through the sample introduction 
opening at a certain rate and is made to pass through irradiation region of light. Lights 
scattered by individual airborne particles are converged into photoelectric element of 
photomultiplier or the like and converted to pulse-shaped electric signal. Particle size 
is selected by analysis of pulse height value basing on the fact that the height of pulse 
signal is proportional to the quantity of scattering light and the quantity of scatter­
ing light and the airborne particle diameter are in a definite relation. Further, the 
number of passing particles larger than a specific size is determined by counting the 
number of selected pulses. Alternatively, the particle number concentration can be 
obtained from the absorbed air volume in a definite measuring time and the selected 
number of particles. 

5 Basic constitution 

The particle counter consists of a light source unit, air suction system, particle sens­
ing zone, photoelectric conversion unit, pulse height analyzing unit, and a display unit 
as shown in figure 1. When the air suction system and/or the display part are/is external 
equipment, they are not regarded as a part of the particle counter. 
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Further, it shall be possible to take out the information with which peak height dis­
tribution of calibration particle can be created. 

Light Particle Photoelectric Pulse 

source - sensing - conversion -
height 

r---
Display 

unit unit analyzing unit zone 
unit 

I 
Air suction system 

Figure 1 Example of constitution of particle counter 

6 Performance 

6.1 Size calibration 

Size calibration should be performed in accordance with 7.1. 

6.2 Verification of size setting 

The reported particle size range setting error of the particle counter shall be equal 
to or less than ± 10 % when the test is carried out by the method described in 7.2. The 
particle size to be the object here is the minimum detectable size or the particle size 
stated in the specifications. 

6.3 Counting efficiency 

The counting efficiency, when tested in accordance with 7.3, shall be (50± 20) % for 
calibration particles with a size close to the minimum detectable size, and it shall be 
(100 ± 10) % for calibration particles with a size of 1.5 times to 2 times larger than the 
minimum detectable particle size. 

NOTE: If the calibration particle of the particle size strictly equal to the mini-
--------------------------------------------------------------------------------------------------------------------------------------------------

mum detectable size can not be obtained due to unavailability on the 
---------------------------------------------------------------------------------------------------------------------------------
market or for other reasons, a calibration particle of larger but the 
---------------------------------------------------------------------------------------------------------------------------------

~_~_~_~_~_~~_J?5?_~~~?_1_~ __ J?~_r:~~~~~ __ ~~_~_~ __ ~?_~~ __ ~ ~ __ ~~_~_~~~?_~~ __ ~_~X_~~ __ ~~~~ __ ~~~~_~_~_~~ 

6.4 Size resolution 

The size resolution, when tested in accordance with 7.4, shall not be greater than 
15 %. 

6.5 False count rate 

The false count rate, which is tested in accordance with 7.5, shall be determined 
by measuring the number of particles in counts per unit volume at the minimum de­
tectable size range and should be reported in the specifications. 

6.6 Maximum particle number concentration 

The coincidence loss for the maximum particle number concentration shall be cal­
culated by equation (4) given in 7.6, and shall be not greater than 10 %. 
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NOTE: When the particle number concentration is higher than the maximum 
particle number concentration, the number of uncounted particles 
increases because of an enhanced probability of multiple particles 
existing in the sensing volume and/or saturation of the electronic sys­
tem. 

6.7 Sampling flow rate 

The sampling air flow shall be volumetric flow, and when tested in accordance with 
7.7, its deviation from the specified flow rate shall not exceed ± 5 %. 

When the particle counter does not have a sample air suction mechanism, this sub­
clause does not apply, however the manufacturer shall specify the allowable limit of 
its flow rate of the particle counter. 

NOTE: The details of volumetric flow shall be referred to in JIS B 7556. 

6.8 Sampling time 

The standard uncertainty in the duration of sampling time, when it is tested in ac­
cordance with 7.8, shall be equal to or less than ± 1 % of the preset value. 

If the particle counter does not have a sampling time control system, this subclause 
does not apply. 

6.9 Response rate 

The response rate of the particle counter, when tested in accordance with 7.9, shall 
not be greater than 0.5 %. 

6.10 Calibration interval 

It is recommended that the calibration interval of a particle counter be one year or 
less. 

6.11 Test report 

The following minimum information shall be recorded: 

a) Date of calibration 

b) Calibration particle (size, manufacturer, type, etc.) 

c) Flow rate 

d) Size resolution (with the particle size used) 

e) Counting efficiency 

f) False count rate 

g) Voltage limit or channel of an internal pulse height analyser (hereafter referred 
to as "PHA") 
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