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‘ JAPANESE INDUSTRIAL STANDARD J 1S
Fluid Contamination-Determination B 9931-1990
of Contaminants by the Gravimetric Method
1, Scope
This Japanese Industrial Standard specifies the method to measure the
contaminants of working fluid prepared from mineral oil in the hydraulic system by
gravimetric method. .

Remark: The units and numerical values given in { 7} in this Standard are
in accordance with traditional units and are appended as informative
reference. -

2. Definitions
. For the purpose of this Standard, the following definitions apply.
' (1) working fluid prepared from mineral oil Refined mineral oil without
additives or refined mineral oil including additives (rust preventives,

oxidation inhibitor, abrasion resistant agent, pour point depressant,
antifoaming agent, etc.)

(2) contaminants  Solid particles and gel shape matter affecting undesirably
the hydraulic system or elements and able to be grasped by the membrane
filter for analysis with specified pore diameter 0.8 um.

3. Instruments and Apparatus to Be Used for Measurement

The instruments and apparatus to be used for measurement shall be as fbllows.

(1) Membrane Filter for Analysis The membrane filter for analysis (hereafter
referred to as filter) shall be 47 mm in diameter and 0.8 pm in pore
diameter.

& Applicable Standards:
JIS B 7601-Trip Balances
JIS K 8593-Petroleum Ether
JIS K 8839-2-Propanol
JIS K 8848-Hexane

JIS R 3505-Volumetric Glassware
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