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. " JAPANESE INDUSTRIAL STANDARD J1S
Basic Environmental Testing Procedures C 0031-1990

Part 2: Tests-Test Z/BM
Combined Dry Heat/Low Air Pressure Tests

1. Introduction and Scope

1.1 Scope and Outline This Japanese Industrial Standard specifies combined
dry heat (with gradual or rapid change of temperature) and low air pressure tests
for both heat-dissipating and non-heat-dissipating specimens.

Informative :

Reference: This test method has been prepared based on IEC 68-2-41 (Basic
environmental testing procedures Part 2: Tests. Test Z/BM:
Combined dry heat/low air pressure tests) (1976).

. The object of the test is to determine the ability of components or equipments
or other articles to be stored and used under a simultaneous combination of high
temperature and low air pressure.

This combined test should normally be used only if the effects of combined
environments will not be revealed by subjecting the specimen to single
environments. The procedures given in this Standard are limited to the case of
specimens which achieve temperature stability during the test procedure.

In the case of testing heat-dissipating specimens, this procedure applies only to
the testing of one specimen at a time, unless it is obvious that there is no thermal
influences between the specimens.

Applicable Standards:
JIS C 0010-Basic Environmental Testing Procedures (General and Guidance)

. JIS C 0021-Basic Environmental- Testing Procedures Part 2: Tests, Test B: Dry
' Heat

JIS C 0025-Basic Environmental Testing Procedures Part 2: Tests, Test N:
Change of Temperature

JIS C 0029-Basic Environmental Testing Procedures Part 2: Tests, Test M: Low
Air Pressure

Corresponding International Standard:

IEC 68-2-41 Basic environmental testing procedures Part 2: Tests, Test
Z/BM: Combined dry heat/low air pressure tests (1976)

Reference Standards:

IEC 68-3-1 Basic environmental testing procedures Background information,
section One: Cold and dry heat tests

’ IEC 68-3-2 Basic environmental testing procedures Background information,
section Two: Combined temperature/low air pressure tests
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