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' Environmental testing Test Ch: C 0032-1990

Damp heat, steady state,
primarily for equipment

1. Object and Scope

This Japanese Industrial Standard is intended to determine the suitability of
electrotechnical products, primarily for equipment, for use and storage under
conditions of high humidity. This test is primarily intended to permit the
observation of the effect of high humidity at constant temperature without
condensation on the specimen over a prescribed period. The test can be applied
to both heat-dissipating and non heat-dissipating specimens.

The test is particularly applicable to large equipment or equipment having
complex interconnections with test equipment external to the chamber, requiring a
set-up time which prevents the use of preheating and the maintenance of specified
. conditions during the installation period.

Remarks 1. This Japanese Industrial Standard has been prepared based on IEC
68-2-56 Environmental testing. Part 2: Tests. Test Cb: Damp
heat, steady state, primarily for equipment issued in 1988.
However, some parts of the original standard are modified to
meet the present situation of this country.

The parts enclosed in rectangles| ] are the items modified
or added to specifications original International Standard.

2. The following Standards are cited in this Standard:

JIS C 0010 Basic Environmental Testing Procedures (General
and Guidance)

JIS C 0021 Basic Environmental Testing Procedures Part 2:
Tests, Test B: Dry Heat

‘ JIS C 0022 Basic Environmental Testing Procedures Part 2:
Tests, Test Ca: Damp Heat, Steady State

2.  General Description of Test

In this test, the specimen is introduced into the chamber, both of which are
at laboratory temperature. The conditions in the chamber are adjusted to the
. severity required according to Clause 6 and then maintained for the prescribed
) time. Because the conditions of temperature and humidity near to a
heat-dissipating specimen can be very different from the specified test values, the
measurement of these parameters is prescribed in the manner used for free air
conditions (see Sub-clause 4.4 and 4.6.2 of JIS C 0010).

- In this test the specimen is introduced into the test chamber at laboratory
conditions and is then heated to the specified test temperature. The test procedure
is given in such a way that condensation cannot occur during the test.
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