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Foreword

This translation has been made based on the original Japanese Industrial

Standard established by the Minister of International Trade and Industry

through deliberations at Japanese Industrial Standards Committee in '
accordance with the Industrial Standardization Law:

Date of Establishment: 1997-04-20
Date of Public Notice in Official Gazette: 1997-04-21
Investigated by: Japanese Industrial Standards Committee

Divisional Council on Electricity

JIS C 0072:1997, First English edition published in 2000-03

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents, »
the original JIS is to be the final authority. »

© JSA 2000

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or
utilized in any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.

Printed in Japan

Documents

Document Sharing Hub

Full document details: JIS C-0072-1997


http://avadocuments2026.com/doc/jis-c-0072-1997
http://avadocuments2026.com/doc/jis-c-0072-1997

STD.JIS C DO72-ENGL 1997 MR 4933608 0561402 Ybb WM

C 0072 : 1997 (IEC 695-2-1/0 : 1994)

Contents
Page
INErodUCtION cveeiieirie et e e s ene s e e sa e e sne e s e na e e 1
: 1 S0P c ittt ettt s et e ettt ee e e et e e st b e e et s aa e s raeasbre e e n e et aeesanans 1
) 2 NOTmMAtiVe FefErenCeS .....ccocviveereeecieiiteeeiireeeeseetestestaseseaseessesresaensaaseessasssasns 2
3 Description of the test ..o e e e ee e e 2
4 Description of the test apparatus.......cccoeeieiiiieiiiicciini e 3
5 SOVETILIES .oeeieeiiieieiieitiit et ee e e s st es e s et s e e ssreaeeaese e s nannens 4
6 Calibration and verification of the temperature measuring system........ 4
6.1  Calibration ...t e e s 4
6.2 Verification ....cccoeceeciiiiiieeiiere ettt re e s ene et s s s s e e s e s e e as 4
7 COnAILIONING ..ottt ettt et et e st ra e e e e e e na e e naessereaas 4
8 Initial MeasUremMents ......ccooiieoiiiie ittt e ae e s e e e enasenns 4
9 TesSt ProCeAUIE.....cc..ooiiiiieiririceecir ettt et et e e st s e e s aeeeaes 5
10 Observations and MeasuremMents.......cccccovvirierieereenirrcrrs e e ceeeeeeesveneenens 5
11 Evaluation of test results .......cccociriiiiiiiiiiierreee e 5
12 Information to be given in the relevant specification ..........cceeuvreceneenn..... 6
(1)
Documents

Document Sharing Hub

Full document details: JIS C 0072-1997


http://avadocuments2026.com/doc/jis-c-0072-1997
http://avadocuments2026.com/doc/jis-c-0072-1997

STD.JIS C 0072-ENGL 1997 mE 4933L08 0561403 3T2 W

JAPANESE INDUSTRIAL STANDARD JIS C 0072 : 1997
(IEC 695—2-1/0 : 1994)

Fire hazard testing
Part 2: Test methods

, Section 1/sheet 0: Glow-wire test methods — General

Introduction

This Japanese Industrial Standard has been prepared based on the 1st edition issued in
1994 of IEC 695-2-1/0 [Fire hazard testing, Part 2: Test methods — Section 1/sheet O:
Glow-wire test methods — General] without changing the technical contents.

Furthermore, the matters that are indicated by underline {dotted line) do not appear in the
original International Standard. .

The best method for testing electrotechnical products with regard to fire hazard is to
duplicate exactly the conditions occurring in practice. In most instances this is not pos-
sible. Accordingly, for practical reasons, the testing of electro-technical products with
regard to fire hazard is best conducted by simulating as closely as possible the actual
etffects occurring in practice.

Parts of electrotechnical equipment which might be exposed to excessive thermal stress
due to electric effects and the deterioration of which might impair the safety of the equip-
ment shall not be unduly affected by heat and by fire generated within the equipment.

Parts of insulating material or of other solid combustible material which are liable to propa-
gate flames inside the equipment may be ignited by glowing wires or glowing elements.
Under certain conditions, for example a fault current flowing through a wire, overloading of
components, and bad connections, certain elements may attain a temperature such that
they will ignite parts in their vicinity.

1 Scope

This Standard specifies a glow-wire test to simulate the effect of thermal stresses which
may be produced by heat sources such as blowing elements or overloaded resistors, for
short periods, in order to assess the fire hazard by a simulation technigue.

The test described in this Standard is applicable, in the first place, to electrotechnical equip-
ment, its sub-assemblies and components, but may also be applied to solid electrical insulat-
ing materials or other solid combustible materials.
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