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JAPANESE INDUSTRIAL STANDARD JIs

Testing Methods for Explosion-Proof Construction of C 0902-1965
Electrical Machinery and Apparatus (for Coal Mines) (Reaffirmed: 1971)

1. General

1.1 Scope This standard covers testing method for explosion-proof construction of electric
machinery and apparatus, hereinafter referred to as the "electric apparatus", specified in
JIS C 0901-Explosion-Proof Construction of Electrical Machinery and Apparatus (for Coal
Mines).

1.2 Kinds of Test ‘Test shall be the type test, and the following tests shall be conducted
as a rule,

(1) Construction inspection
(2) Mechanical strength test
(3) Explosion test

(4) Ignition test

(5) Temperature test

2. Application of Tests

2.1 Application of Tests to Construction Tests as marked O in Table 1 shall be conducted
according to the types of construction. For eleetric apparatus having 2 or more constructions
combined, test corresponding to each construction shall be conducted. As regards special
construction, test suited to individual construction of electric apparatus shall be conducted.

Table 1 Application of Tests to Construction

Types of

construction Flame- | Lamina- Oil - Pressurized | Increased-
Kind of proof protected |immersed safety

test

Construction 7 o} e} 0 o) O
inspection
Mechanical o) (1) 0o (l) 0O (1)
strength test
Explosion test O 0O
Ignition test O
Temperature test 0 O o o O

Reference Standard:

JIS C 0901-Explosion-Proof Construction of Electrical Machinery and Apparatus
(for Coal Mines)
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