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UDC 621. 315. 616. 96: 678. 742. 3-416
JAPANESE INDUSTRIAL STANDARD JIS

Polypropylene films C 2330-1995
for electrical purposes

1. Scope This Japanese Industrial Standard specifies polypropylene films,
(hereafter referred to as "films") to be used for insulation of electrical machinery
and apparatus, electronic apparatus, or the like and element of capacitor.

Remarks 1. The following standards are cited in this Standard:
JIS B 7502 Micrometer callipers
JIS B 7507 Vernier, dial and digital callipers
JIS B 7516 Metal rules
JIS B 7721 Tensile testing machines
JIS C 1303 High insulation resistance meters

JIS C 5102 Test methods of fixed capacitors for use in
electronic equipment

JIS H 4160 Aluminium and aluminium alloy foils

JIS H 6201 Platinum crucibles for chemical analysis
JIS Z 8401 Rules for rounding off of numerical values
JIS Z 8703 Standard atmospheric conditions for testing

2. In this Standard, the units and numerical values in { } are
based on the traditional unit system, and are appended for
informative reference.

2. Characteristics  The characteristics of the films shall be as given in Table
1, when the specimen is tested in accordance with the method specified in 6.
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3
C 2330-1995

3. Dimensions
3.1 Thickness The thickness of the film shall be as given in Table 2.

Table 2. Thickness

Nominal thickness Thickness Tolerances on
thickness

No. mm %
6 0.006 10
7.5 0.0075

9 0.009

12 0.012

15 0.015

18 0.018

22 0.022

25 0.025

30 0.030

35 0.035

3.2 Width The width of the film shall be determined by agreement between
the parties concerned. However, the tolerances on width shall be as given in
Table 3.

Table 3. Tolerances

Unit: mm
Width (w) Tolerances
w < 100 + 0.2
100 £ w < 250 + 0.5
250 £ w < 300 + 1.0
300 £ w +2.0

3.3 Inside diameter of core and length of roll The inside diameter of the core
shall, as a rule, be any one of 38 *é mm, 75 "(2) mm and 152 *3 mm. The length
of the roll shall be determined by agreement between the parties concerned.

3.4 Joint The joint of the film shall be not more than 1 place for a length of
up to 1000 m, and for a length of 1000 m or more, additional joints shall be not
more than 1 place per 1000 m. The minimum length between joints shall be

100 m.
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