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Pressure-sensitive adhesive polyvinyl C 2336-1991
chloride tapes for electrical insulation

1. Scope

This Japanese Industrial Standard specifies pressure-sensitive adhesive
polyvinyl chloride tapes to be used for insulation of connecting part of wire,
cable or the like, and other general electrical insulation (hereinafter
referred to as the "tapes").

~

Remarks 1, The following Standard is cited in this Standard.

5 JIS C 2107-Testing Methods of Pressure-sensitive Adhesive
Tapes for Electrical Insulation

2., Corresponding International Standard is given below.

. IEC 454-3-1 (1976) Specifications for pressure-sensitive
tapes for electrical purposes

Part 3: Specifications for individual
materials

Sheet 1: Requirements for plasticized poly-
vinyl chloride with non-thermosetting
adhesive

3. The units and numerical values given in { } in this Standard
are based on the traditional unit system and are appended for
informative reference.

2., Symbol
The symbol shall be EVAT.

. 3. Quality

3.1 Appearance The tape shall be uniformly wound into a roll shape with-
out remarkable deformation .and gapping, shall have flat surface on both sides
and shall be free from such defects detrimental to practical service as
adhesive transfer when unwinding, fold and flaw.

3.2 Performances The performances of tapes shall be as given in Table 1,
when the test is carried out in accordance with 7. However, compliance of
either of dielectric breakdown strength or dielectric withstand voltage is
enough.
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